Chapter 3 Narrow Policies

This chapter presents our evaluation of nine "narrow" policy issues that
could improve the efficiency and effectiveness of Clark County's concurrency
program.

OVERVIEW OF NARROW POLICIES

Table 3-1 lists each of the nine “narrow” policy subjects, the County’s
current policy and potential changes for each of the subject areas.

Table 3-1. Narrow policy issues for concurrency

Subject Current Policy Potential Change
1. Concurrency Test Area | 1, 2, and 3 mile radius Traffic shed unique to each
corridor (dimensional
change)

Traffic shed replaces traffic
study (systemic change)

2. Corridor Speed and Specific speeds for each Adjust to improve outcomes
Intersection Delay corridor plus limit on delay at consistent with land use
Standards intersections plan

3. Modeling for Not currently modeled Test for changes in
Background Traffic concurrency due to major
Shifts capacity projects

4. Through Traffic Addressed through application | Identify through traffic

of uniform growth rates growth rates through
modeling

No change (1% per year for
all corridors)

5. Time Available to 3 years to complete 6 years
Achieve Concurrency improvements 1 year
No change (3 years)
6. Constrained Facilities No policy Define and identify
constrained facilities
7. Mitigation Strategies Developers propose mitigations | Create mitigation by
that are consistent with County | development that is linked
plans to concurrency
8. Fees for Concurrency No fee Administrative fee
9. Modes of Travel Cars and trucks on roads Adjust corridor speeds and

intersection delays where
transit is available

Reduce trip rate from transit
supportive development

Exemptions
No change
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1. CONCURRENCY TEST AREA

Concurrency is a test of the impact of a proposed development on the
level of service of the County's transportation system (specifically, its road
network). The idea of "concurrency test areas” is to designate which parts of
the transportation network will be evaluated to determine whether or not a
proposed development will be served by adequate transportation levels of
service.

The purpose of concurrency impact areas is to (1) make sure that all
significant impacts are tested, while (2) not requiring testing of every trip to
every corridor, no matter how far away or how small the impact. The impact
area methodology needs to be (1) simple, (2) predictable, and (3) sufficiently
comprehensive to capture significant impacts. Any impacts that are allowed
to go forward without concurrency testing should be recorded as cumulative
impacts (in order to document significant "unaccounted" traffic and avoid
creating a loophole in the concurrency system).

CURRENT CLARK COUNTY POLICY

Clark County currently has three distance thresholds for determining
which corridors to test for the impacts of proposed development. The impact
of proposed development on a corridor is tested in a geographical area that
reaches out from the corridor like a ripple on the surface of a pond reaches
out from the point at which a pebble hits the surface of the water. The
threshold that is used depends on the amount of impact created by the
proposed development. Table 3-2 show these thresholds.

Table 3-2. Concurrency impact thresholds and test area size

Number of Trips Generated Concurrency Test Applies to Each
by Proposed Development Corridor Within Following Distance
from Proposed Development
50 or fewer trips Corridors within 1 mile
51 - 250 trips Corridors within 2 miles
More than 250 trips Corridors within 3 miles

The County's present policy requires an applicant to submit a traffic
study that quantifies the impacts of the proposed development. The County
uses the distance thresholds listed above to determine which corridors are to
be reviewed to determine the impact of the development proposal as
guantified by the traffic study.

The current policy allows the County, developers, and interested parties
to predict which corridors will be evaluated for concurrency for each proposed
development. Beyond that predictability, it is not clear that the distance-
based approach to determining concurrency test areas is useful. First, the
traffic study has to be prepared regardless of which corridors are indicated
by the distance threshold. In other words, the applicant's traffic study has to
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document all traffic impacts, even if they are in corridors that are not
covered by the distance threshold. Second, the distance thresholds create
areas of presumed impact that call for testing development that may not, in
fact, have significant impact on a particular corridor. In other words, some
transportation corridors are tested that are not significantly impacted by a
particular development. Finally, the current system omits corridors that are
significantly impacted by a particular development, but which are beyond the
distance threshold listed above.

POTENTIAL CHANGES TO POLICY

Change to current County policy can be dimensional or systemic.
Dimensional changes would alter the size and shape of impact areas while
leaving in place the use of traffic studies. Systemic changes to impact areas
would begin with the same changes to the size and shape of impact areas as
the dimensional changes described above, but would replace traffic studies
for concurrency with a system of annual or semi-annual concurrency analysis
of each traffic impact area that determines the concurrency status of each
TAZ.

DIMENSIONAL CHANGES TO CONCURRENCY TEST AREAS

Dimensional changes to concurrency test areas would cause each corridor
to have its own unique traffic impact area that is based on traffic analysis
zones (TAZs) that meet specified criteria different than, or in addition to, the
County's current distance thresholds (e.g., 1-, 2-, or 3-mile radius).

There are a variety of criteria that could be used to identify the TAZs that
would be designated as the impact area for a corridor. The following are
examples of such criteria:

TAZs that contribute, cumulatively, to a large percent of the traffic
in the corridor

* TAZs that produce 75% of trip ends: in the corridor (starting with
the TAZ that sends the highest number of trips, then the second
highest, and continuing until the cumulative trips equal 75% of
corridor volume). For purposes of this analysis, the trip ends
reflect all trips that use any segment of the corridor. For example,
if 100 trips use any portion of the corridor, then 200 trip ends
would be included in the analysis of the traffic shed. For a 75%
cumulative traffic shed, the TAZs that have the highest number of
trip ends impacting the corridor are included until the total
number of trip ends reaches 75%, or 150 trip ends in this
example.)

1 A trip end reflects either the origin or the destination of a trip. Each trip has two trip ends.
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* TAZs that account for 0.5% or more of the trip ends than impact
the corridor. For example, if a corridor has 10,000 trips (20,000
trip ends) then any TAZ that accounts for 100 trip ends (origins
AND destinations, combined) would be included.

TAZs that contribute, individually, a large percent of their traffic to
the corridor

e TAZs that send 20% or more of their traffic (trip ends) to the
corridor. For example, if development in a TAZ generates 200
origins and 400 destinations (600 total trip ends) then the TAZ
would be included in the traffic shed if 120 of those trip ends were
associated with travel in the concurrency corridor.

« TAZs that send 10% or more of their traffic to the corridor.

TAZs that send a significant number of trip ends generated in the
TAZ to the corridor that is impacted by the TAZ

» TAZs that send at least 30 trip ends to the corridor.

 TAZs that send at least 20 trip ends to the corridor.

TAZs that are within a specified distance from the corridor. This
is the system the County uses now.

* TAZs that are within 2 miles of the corridor.
e TAZs that are within 1 mile of the corridor.

Maps of the alternatives described above are presented in Appendix A,
Figures 3A-3E and 4A-4E.

TAZs that meet a combination of criteria.

e TAZs that send 10% or more of their traffic to the corridor and
send at least 30 trips to the corridor.

* Any TAZ that meets two or more of the following criteria:
1. Radius (1 mile)

2. Corridor volume: TAZ is one of the group of TAZs that
cumulatively account for 75% of trip ends in the corridor, or
other measures of corridor volume such as those described
above.

4. TAZ output: TAZ sends to the corridor at least 10% (or 20%)
of the trip ends generated in the TAZ impacting the corridor.
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There are many variations on the use and application of criteria to
identify concurrency test areas. For example, corridors to be analyzed could
be based on the land use type in a TAZ: residential development in a specific
TAZ would be checked for concurrency in Corridor 1, but retail job
development in the same TAZ would be tested for concurrency in Corridors 1,
7, and 8. Alternative methods are also available for defining traffic impacts
in terms of percent of trips, instead of trip ends.

Another variation is to use the impact area to identify the TAZs that are
automatically tested for that corridor, but additional TAZs would also have
to be tested for a corridor if the development proposal generates more than a
specific threshold of trips. There could be a list of all TAZs with each TAZ
having a list of the concurrency corridors that are automatically tested
(through whichever methodology is selected). Development in that TAZ may
be required to be tested in additional corridors if the development exceeds a
specific threshold of trip generation.

Some of the criteria described above appear to be different, but tend to
measure similar impacts. For example, the percent of traffic (or trip ends) in
the corridor and the number of trip ends in the corridor all measure the
relative impact of each TAZ to the total number of trip ends in the corridor.
These types of measures tend to include the bigger TAZs (as opposed to small
TAZs) since they may generate proportionately more traffic for the same land
area. These criteria can result in fairly small traffic contributions from
outlying TAZs being included in the concurrency test area.

The percent of traffic (or trip ends) from TAZs is independent of the size
of the TAZ, and is probably the stronger measure of the potential impact of
development on a concurrency corridor.

It may be better to use the percent of TAZ trip ends that go to a corridor,
rather than the TAZs that account for a percent of the corridor's trip ends,
but either approach is better than the radius mileage system which doesn't
directly take into account likely travel patterns.

The threshold values selected for a criteria will significantly affect the
size and shape of the area of impact. For example, in the Phase 111 modeling,
traffic sheds based on 20% of traffic from a TAZ were markedly smaller than
traffic sheds that required only 10% of a TAZ's traffic to go to the corridor.

SYSTEMIC CHANGES TO CONCURRENCY TEST AREAS

Systemic changes to impact areas would include the same changes to the
size and shape of impact areas described above, but traffic studies for
concurrency would only be needed in one of three outcomes of a program of
annual or semi-annual concurrency analysis. TAZs could be coded according
to the results, as shown in Table 3-3.
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Table 3-3. Example of systemic use of concurrency test areas

TAZ Color Code | Concurrency Analysis Results Status of Development

Green Forecast travel speed is at least Approvable for concurrency
10% faster than the standard for purposes without a traffic study
the corridor for concurrency.

Yellow Forecast travel speed is at less Only approvable for concurrency
than 10% faster than the standard | if traffic study demonstrates
for the corridor outcomes unique to the

proposed development.

Red Forecast travel speed is at equal Not approvable for concurrency;
to, or slower than the standard for | traffic study will not alter
the corridor outcome.

Since most TAZs impact more than one corridor, a TAZ's color code would
be equal to the lowest corridor results. If, for example, a TAZ impacted three
green corridors and one red corridor, the TAZs color code would be red.

In this systemic change to impact areas, if a development is in a green
TAZ it is approved for concurrency without a traffic study for concurrency
because all the corridors it impacts are sufficiently above the standard that it
is not likely to fail for unexpected reasons. If proposed development is in a
red TAZ, it cannot develop, so a traffic study is not necessary. Only the
yellow TAZs require traffic studies for concurrency. This use of concurrency
impact areas provides simplicity and predictability. The results are may be
slightly less precise than a concurrency traffic study for every development,
but the 10% cushion above the standard will ensure they are sufficiently
accurate to provide levels of service within concurrency standards.

Under this policy alternative, a traffic study may still be required to
evaluate site-specific transportation impacts such as safety and access.
However, the potential elimination of a broader traffic study to cover aspects
of concurrency would likely reduce the overall scope and costs of the traffic

study.

ANALYSIS

In Phase Il of this study we analyzed six corridors by comparing the
three-mile radius to a "traffic shed" composed of the TAZs that contribute
75% of the trip ends associated with traffic in the corridor. TAZs that
contribute at least 15 -25 trip ends to the corridor would be included in the
75% threshold, and TAZs that contribute less are not included.

Table 3-4 indicates the distance radius method lacks close correlation to
the impacts of development. There are many circumstances in which the TAZ
based traffic shed did not closely match the 3-mile radius. In some cases,
significant traffic in a corridor came from TAZs that are farther than the 3-
mile radius, thus omitting from automatic concurrency review potentially
significant traffic. In other cases, there are TAZs within the 3-mile radius
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that generate little traffic in the corridor, but which are currently covered by
automatic review.

Table 3-4. Comparison of traffic impacts to distance from corridors

TAZs Beyond 3 Miles Generate Areas Within 3 Mile Radius

Significant Traffic in the Generate Little Traffic in the
Corridor Corridor Corridor
Hazel Dell Avenue Parts of downtown Vancouver
Highway 99 Port area (west of downtown) Some of downtown Vancouver,
and some of eastern portion of 3
mile area

Salmon Creek Avenue  Ridgefield and La Center areas Northeast portion of 3 mile area
NE 72nd Avenue Many TAZs north of SR 502 Northwest portion of 3 mile area

Gher/Covington North of Salmon Creek TAZs around perimeter
Greenway; Highway 99 corridor;
I-5; SR 503; Battle Ground

SR-503 Battle Ground and north of Battle Northwest and southeast portions
Ground of 3 mile area

In Phase 111 of the study additional modeling was done to evaluate other
alternatives to the mileage radius approach. Two corridors were studied: SR
503 and Salmon Creek. Impact area maps were prepared for each corridor
that represent TAZs selected on a variety of criteria:

* TAZs that accounted for a specified percent of the trip ends
associated with traffic in a corridor (i.e., 0.5% of corridor traffic).

» TAZs that sent at least a specified percent of their trip ends to the
corridor (i.e., 20% or 10% of the TAZ's traffic went to the corridor).

* TAZs that generated at least a specific number of trips in the
corridor (i.e. 30 trip ends).

The results of the Phase 111 analysis are described in Appendix A
(Transpo’s model results) . The modeling research for this study demonstrate
clearly that development that is within the 3-mile radius of a corridor does
not account for all of the traffic in that corridor, and furthermore that much
of the traffic generated within a corridor also travels on other corridors. The
single distance measures have been shown to not capture the full impacts in
a corridor and could stop development where it has limited impact on a
corridor.

It appears that using the TAZs to draw a customized "impact area map"
would more accurately capture the potential impacts of development on the
concurrency corridors, while omitting areas that are relatively "close” but
which do not create significant impacts. The County needs some additional
ways to define who is tested for concurrency should be used.

Evaluation of Clark County Concurrency ECONorthwest May 2002 Page 3-7



Different concurrency test areas could be developed based on the type of
development (i.e. residential, retail, non-retail commercial). This would
further tie the potential traffic impacts in a corridor to the anticipated
impacts of a development.

One outcome of the current policy is that it gives lower trip-generating
development an effective "discount” compared to higher trip-generating
development because the lower trip-generating development is typically
tested in fewer corridors. This is not an outright exemption for small
development (a practice that is not authorized by GMA and which the
County repealed when it adopted it's updated concurrency ordinance in
2000). Changing the basis of the impact area will improve the accuracy of
identifying the areas from which development impacts corridors. That
change may be sufficient reason to shift to a single map for each corridor,
with the beneficial side effect that it would be easier to understand and
administer.

Care should be taken to define and apply thresholds to avoid undesirable
outcomes. For example, a threshold that includes the TAZs that contribute
the greatest number of trip ends and cumulatively account for 75% of the
trip ends, could consist of one TAZ contributing 74% and one more
contributing 1%, or it could consist of 75 TAZs, each of which contribute 1%.

The effect of smaller developments needs to be tracked. Controls are
needed to prevent applicants from breaking larger developments into smaller
parts to circumvent the concurrency test. At the time this study was
conducted, County staff were considering a formal planning review of
boundary line adjustments and a requirement that any boundary line
adjustments be reviewed and completed prior to the submission of the
subsequent subdivision of the property.

Traffic shed maps and analysis were based on 2020 forecasts. Another
part of the policy question concerns what year to use. Shorter time horizons
(6 or 10 years) would probably be more accurate, but could cause more
frequent changes in the size and shape of impact areas.

Our analysis used both inbound and outbound traffic. The City of
Vancouver Transportation Management Zones (TMZ) are based on an
analysis of trips in a corridor (instead of trip ends). The TAZs that have the
highest number of trip destinations are selected for the TMZ. The TMZ
boundaries are further adjusted to define a fairly contiguous boundary,
eliminating outlier TAZs. This process leads to more compact traffic sheds
that are more directly related to the corridor, than the trip end process
described above for this study. The use of p.m. peak destinations for the
initial selection of TAZs for the traffic shed would likely stress the impacts of
residential impacts in a corridor.
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CONCLUSIONS

A dimensional change in policy should be as simple as possible, but based
on some measure of traffic impact from a TAZ on a corridor. Thresholds
could be set differently for different parts of the County to support the
particular growth management window for the corridor (a smaller percent
for slow/stop growth versus a higher percent for accommodate or stimulate
growth). The traffic impact measure could be combined with a distance
measure or minimum number of trip impact threshold.

Applying more than one measure may make the program seem more
complicated to elected officials and the public, but if the multiple measures
can be treated as an index or grade or color code, it will be easier to
understand.

A systemic change that replaces traffic studies for concurrency with
annual analyses is the key to a significant improvement in simplicity and
predictability, but it requires a much greater effort by the County in order to
set it up and maintain it. The systemic change might help accomplish the
county's larger goals if individual corridors and/or TAZs are green to
accommodate or stimulate growth, while others are yellow to slow or shape
growth, and still others are red to stop growth.

2. CORRIDOR SPEED AND INTERSECTION DELAY
STANDARDS

Since corridor-based concurrency is the "best practice" state of the art, we
do not recommend a fundamental change in methodology. The County could
consider targeted changes to specific speed standards for corridors, and/or
specific delay standards for intersections in order to further its growth
management and economic development objectives.

CURRENT CLARK COUNTY POLICY

Clark County currently establishes specific travel speeds for each
corridor, and a threshold limit on the amount of delay that is acceptable at
intersections in the corridor.

The County’s policy reduces the standards by 3 miles per hour for family
wage job development. The policy has not been used to date. The criteria is
guite detailed and is applicable only to master plan development

POTENTIAL CHANGES TO POLICY

Concurrency standards could be adjusted to support growth in certain
areas and to stop, slow or shape growth in other areas. Slower speed
standards and longer intersection delays could be set to allow growth to
continue in areas where growth is desired. At the same time, faster speed

Evaluation of Clark County Concurrency ECONorthwest May 2002 Page 3-9



standards and shorter intersection delays could be set to shape, slow, or even
stop growth in areas where development is not desired.

Travel speed standards and intersection standards can also be supportive
of multi-modal transportation alternatives. For example, where good transit
levels of service are provided, and/or non-motorized travel options are
available, some local governments allow a lower standard for vehicular travel
on the theory that more people will use non-automotive alternatives when
car traffic is highly congested. Ironically, bus-based transit systems are stuck
in the same traffic, although there is an increasing use of queue-jumps,
transit/HOV lanes and other strategies to enable bus transit to operate more
effectively in an otherwise congested roadway network.

The standards could also be based on the density along a corridor, with a
lower standard allowed for the higher density areas and a higher standard
required for lower density areas. The speed standards in a corridor also could
be set based on if development impacting the corridor is in a rural or urban
area. King County sets a requirement for developments in rural areas to
meet a higher level of service standard than developments in an urban
growth area, even if the developments impact the same corridors.

Traffic signal timing in a corridor directly affects the resulting travel
speeds produced as part of the County’s current concurrency program. This
policy can also assist in evaluating the sensitivity of the Traffix model results
based on signal timing parameters. Changes in travel speed standards
should be used to allow for variations in how and when changes in the timing
of traffic signals are made by the County.

ANALYSIS

Standards for corridor speed and/or intersection delay are the heart of
the concurrency system. The standards establish how high or low the bar is
set in order to be able to approve or deny development.

Washington's Growth Management Act requires local governments to test
proposed development for concurrency in order to ensure that the
development won't cause the transportation system to operate below adopted
standards. The GMA authorizes each local government to set its own
standards, so the pass/fail mark for the concurrency test in Clark County is
set by the County.

The County's approach of customizing level of service (LOS) standards for
individual corridors is similar to the policy of 58% of cities and counties
surveyed by the Puget Sound Regional Council in September 2001. The
largest portion tailor their LOS by geographical subareas, which is the same
approach as Clark County's tailoring its standards by corridor. Another
slightly smaller group of local governments tailor their LOS by the type of
facility (i.e., arterial v. collector).
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Establishing standards is ultimately a policy decision. Technical work
supports the policy decisionmaking process, and the standards are monitored
(even "enforced") by the model, but the model does not set the standards.
Because of this understanding of this policy issue, we did not model changes
in corridor speeds or intersection delays.

There are several reasons it is appropriate for the County to review and
revise its standards. First, the initial speed standards were set based on a
different method than is being used in the day-to-day testing of concurrency.
The Traffix methodology provides more detail at the key delay points
(intersections). Second, the County is about to create an Economic
Development Plan that will support County goals for developing jobs.
Transportation is an important component of economic development, and
concurrency can be either an incentive or a disincentive, depending on what
concurrency standards are used.

An important early step in implementing any revisions to standards
would be to classify each corridor consistent with County goals for job
development and other goals. Corridors could then be categorized as
"stop/slow, shape, accommodate or stimulate" and standards could be raised
or lowered, as appropriate to the County's goals.

Another implementation issue is the definition of the corridor. For
example, in the Salmon Creek corridor the standard could be set without
considering the intersections between I-5 and 1-205 (20t SR 99, and the I-
205 northbound off-ramp).

Standards should be reviewed for consistency in cases where corridors
intersect each other.

Eventually, the state-mandated process will be completed for identifying
and establishing level of service standards for highways of regional
significance. State law requires these facilities to be part of the County’s
concurrency system.

CONCLUSIONS

Standards could be changed to adapt to the current method for setting
speed standards.

Changes in the standards could also be used to target support for County
land use and economic development goals by supporting or at least
accommodating growth in specific corridors by reducing standards while
shaping, slowing or stopping development in other corridors by increasing
standards.
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3. BACKGROUND TRAFFIC SHIFTS

Traffic patterns and volumes are affected by the availability of capacity
in a specific corridor and on roads in the vicinity of a corridor. Shifts of traffic
associated with the widening of an arterial or constructing a new roadway
can greatly affect the volumes and therefore the results of a concurrency test
for a development.

CURRENT CLARK COUNTY POLICY

Clark County currently incorporates publicly and privately funded
transportation improvements that are expected to be complete in three years
into the concurrency tests for each development. The improvements are only
coded into the Traffix model for estimating intersection delays and levels of
service.

POTENTIAL CHANGES TO POLICY

An alternative to the existing approach would be to make adjustments to
the base traffic volumes used in the concurrency test. The adjustments would
be made to reflect the potential shift in traffic associated with widening an
arterial or constructing a new road.

ANALYSIS

The potential shifts in traffic from (or to) a corridor due to improvements
in the corridor or in a parallel corridor are not taken into account in the
County'’s current day-to-day implementation process. Over the near-term
horizon used for concurrency tests, this approach can result in either over- or
underestimates of traffic volumes (and speeds) in the corridor.

During Phase 111 of this study, RTC assigned the 2005 travel demands to
the 1999 EMME/2 model network. The 2005 travel demands were
reassigned, allowing traffic to shift between corridors. The resulting adjusted
traffic volumes were input into the Traffix model to replicate corridor
conditions with and without the transportation improvements and the
resulting traffic shifts. The Traffix output was used to estimate corridor
travel speeds with the major capacity improvements. A comparison of the
resulting speeds with the 2005 baseline model was prepared to provide an
indication of the impact of these major transportation projects on the travel
speeds and concurrency. The travel speed evaluation was conducted for the
Highway 99(S) and SR 503(S) study corridors. Both of these corridors were
anticipated to be affected by improvement projects that would likely shift
travel patterns. The assignment of 2005 travel demands to the 1999 network
would provide a fairly extreme assessment of the potential affects that
regional capacity improvements have on traffic routing and therefore, on
concurrency.
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A second test was also conducted for the same study corridors. The
second test involved modifying the 2005 RTC model network to reflect
removal of the added capacity provided by improvement projects for
widening I-5 between Main and NE 134t and extension of Padden Parkway
east of SR 503. The Traffix model was rerun to obtain revised travel speeds
to see how much impact major “baseline” improvements have on concurrency
evaluation.

The results verified our hypothesis. Highway 99 (S) and SR 503 (S)
showed significant shifts in traffic volumes and travel speeds, especially with
the 2005 travel demands assigned to the 1999 network. The assignment on
the 2005 revised network showed less shift in traffic without the widening of
I-5 or Padden Parkway extension compared to the 1999 network, due to
other improvements in the 2005 network.

The modeling process resulted in one unexpected result. Using the
Revised 2005 Network assignments, travel speeds on southbound Highway
99 (S) improved over 2005 baseline conditions, rather than slowing. This was
caused by significant increases in signal green time associated with the large
increase in northbound (peak direction) traffic volumes. The added green
time to accommodate the higher peak, northbound traffic flows also provided
more green signal time for the southbound traffic. Since southbound traffic
did not increase proportionally as much as northbound traffic, the average
delays for southbound traffic decreased. The decrease in traffic delays
resulted in higher travel speeds in the southbound direction.

On balance, we conclude that major improvements that are programmed
for construction within the 3-year concurrency horizon, such as widening a
parallel corridor, can significantly affect traffic volumes and therefore the
travel times and speeds. This process could attract traffic to a concurrency
corridor if it is to be widened. The County’s current process doesn't reflect
these impacts.

Implementation of this potential policy change would require an interface
with the regional RTC travel demand model or development of an alternative
approach. The adjustment to existing, or background traffic, assignments in
the concurrency corridors could be done once a year, at the same time that
the County is updating the travel times and traffic counts for the base year.

Models, like EMME/2, which rely on an equilibrium assignment
algorithm, may “over” shift traffic. The County and RTC would need to
carefully review the results for reasonableness. The adjustments could be
challenged, just like King County’s model was challenged. The final numbers
may need to be legislatively approved each year to avoid appeals, but this
can tie the staff's hands in dealing with a development.

The County needs to be cautious about the definition of "background"
traffic because some shifts may be due to growth being more (or less) than
planned or estimated (as opposed to more background traffic).
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CONCLUSIONS

The County could work with RTC to update the background traffic flows
based on shifts in model assignments from a current network to a network
with the major “committed” improvements in place. Adjustment factors that
account for the shift in traffic could be developed and applied to the baseline
Traffix model data.

Any effect of this policy change on "stop or slow, shape, accommodate, or
stimulate growth" is likely to be incidental because the change is an annual
update of baseline data, not an intentional change in policy outcomes.
Nevertheless, the update could affect the concurrency status of one or more
corridors.

4. THROUGH TRAFFIC

Travel speeds and intersection delays used in the County’s concurrency
policy are based on field data and estimates of future traffic volumes in a
corridor. Forecast traffic volumes consist of traffic from approved and
proposed developments within the County as well as "through traffic" from
other jurisdictions.

CURRENT CLARK COUNTY POLICY

In evaluating concurrency, Clark County currently accounts for traffic
outside of the immediate vicinity of a concurrency corridor or from other
jurisdictions by increasing existing traffic counts in each corridor by one
percent a year for three years. Traffic from development projects that have
been approved for concurrency (per the existing impact area standards) is
then added onto the existing plus 3 percent base year traffic volumes. The
one percent per year estimate is applied to all of the concurrency corridors.
Prior to recent adjustments in the process, the County applied a 2 or 3
percent growth rate for three years depending on the location of the corridor.

POTENTIAL CHANGES TO POLICY

One option to the existing practice of applying uniform growth rates to all
traffic corridors would be the development of corridor specific growth rates.
This could be done based on historical trends or by looking at 6 to 10 year
growth projections.

A more challenging change in policy would be to attempt to determine the
amount of development in jurisdictions that send traffic through Clark
County and use those growth estimates as the basis for growth rates.

ANALYSIS

Florida has had transportation concurrency since the mid-1980s. Their
experience is that pass-through traffic that originates in other jurisdictions
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can be significant in some jurisdictions. The extent of through traffic is
particularly strong in communities situated on major corridors or
intersections. The ability to coordinate transportation and land use actions is
made more difficult by the variation in level of service methods and
concurrency programs among neighboring jurisdictions.

Howard County, Maryland includes the impact of trips originating and
ending outside the County. California allows counties to exclude externally
generated trips from level of service calculations for congestion management
plans, but some consider this a shortcoming rather than an asset.

The Puget Sound Regional Council surveyed concurrency practices in 68
cities and counties in September 2001. Over 85% said that they have some
form of coordination among jurisdictions, but most indicated that it is in the
form of sharing information or joint review of applications through SEPA.
Only 16% coordinate standards, modeling and/or measurement methods, and
26% account for development outside their jurisdiction.

During the modeling for Phase 111 of this study, we developed growth
rates by comparing the 2010 model results to the 1999 model data. The
growth rates were developed after subtracting growth from TAZs associated
with the impact area (3-mile radius per existing policies). This growth rate
was compared to the existing County practices to see if adjustments were
needed.

Two case study corridors were reviewed Highway 99 (S) and SR 503 (S).
The results for Highway 99 (S) were that there were virtually no “through
trips” in the corridor for any of the scenarios due to the range of the 3-mile
buffer and availability of I-5 for longer trips. The through trip growth rate
indicated by model results is 0 percent per year. The results for SR 503 (S)
results indicate approximately a 1 percent per year growth rate for through
traffic. The results of this analysis are described more fully in Appendix A
(Transpo’s model results) .

From this analysis we conclude that growth rates used to represent
increases in through traffic are likely to be different for each corridor.
However, using different growth rates for through traffic would probably
have insignificant impact on the concurrency model results because of the
short, 3-year horizon and small(1% per year) growth rates. If the traffic shed
for concurrency is modified to reflect the highest traffic impact areas, then
the impact of through traffic will be even less since some of the through trips
would then be directly included in the concurrency database.

Jurisdictions approve development that meets their concurrency
requirement, but many fail to coordinate with other jurisdictions that are
affected by the traffic from the originating jurisdiction.

Tracking traffic from all developments through all corridors will require
additional County resources to accurately maintain the concurrency database
in Traffix.
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CONCLUSIONS

Each corridor has different growth rates for through traffic. However, the
differences likely will have little affect on the concurrency program results,
therefore the most prudent action would be to take no action. At the most, as
part of an annual update of other data, there could be adjustments for
through traffic.

There is little or no effect of this policy change on "stop or slow, shape,
accommodate, or stimulate growth" because the change, if any, is not
significant.

5. TIME AVAILABLE TO ACHIEVE CONCURRENCY

"Concurrency" in growth management does not have the same meaning
as in a dictionary. "Concurrent” in the dictionary means "at the same time
as". "Concurrency" in growth management means "no more than a specified
time after development”. Washington's Growth Management Act allows up to
6 years for transportation concurrency.

CURRENT CLARK COUNTY POLICY

Clark County currently includes in its concurrency evaluation all existing
roads plus publicly funded transportation improvements that will be
completed within three years. Improvements required of private
developments that have been approved also will be included, if they are
expected to be completed before occupancy of the proposed development.

POTENTIAL CHANGES TO POLICY

There are two potential changes to the current policy, each takes an
opposite direction.

The first change to this policy would be to reduce the time for
transportation improvements to one year. This effectively "guarantees” that
the planned improvements will be built because they are in short-term
budgets that are based on grants that have been awarded plus near-term
receipts of local revenues that can be forecast with some accuracy.

If the 1-year network causes significant increases in concurrency
"failures”, it will demonstrate the importance of the reliability of funding for
the 3-year list because any shortfall in projected funding would jeopardize
delivery of the transportation improvements that are needed to maintain
concurrency levels of service.

The opposite change would make concurrency "easier" by extending the
time for transportation improvements to be completed. The maximum
extension would be to 6 years, as allowed by GMA. The effect of this
extension is generally to include more transportation improvements than in
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a 3-year list because additional funding becomes available in the additional
years. The risk is that projects will be included for which financing is not
assured.

If the 6-year list makes significant difference compared to both the 3-year
and 1-year list, it would demonstrate the importance of securing long term
funding, and/or the need to use short-term improvements lists in order to
avoid reliance on road improvements that may not be built. If, however, the
6-year network did not significantly change the outcome, it could reinforce
the validity of the 3-year list.

ANALYSIS

As part of the Phase 111 traffic modeling for this study, we tested both
approaches by modeling two networks, one based on the 6-year capital
facilities plan or similar transportation improvement plan, and the other
based on the 1-year budget. RTC developed forecasts for two scenarios using
the “1999 plus approved developments” travel demands, which has been
labeled the 2005 travel demands, since the approved developments account
for approximately 6 years of anticipated growth in the region. The modeling
and analysis are described in Appendix A (Transpo’s model results).

Two case study corridors were selected with Clark County and RTC based
on the current TIP: Hazel Dell and Highway 99 (S). In both study corridors,
there was essentially no change in corridor travel speeds between baseline
(3-year) and 1-year scenarios. The 1-year speeds increased very slightly for
Highway 99 due to slightly lower volumes assigned to the corridor and
changes in signal timing.

Travel speeds with 6-year network improvements declined versus
baseline due to changes in travel patterns, an additional signal at Hazel
Dell/NE 117th extension, and signal timing revisions by Traffix based on the
changes in traffic volumes.

The model results seem to indicate that there is little difference among
the 1-year, 3-year, or 6-year lists of proposed capital improvements. Added
capacity will attract more traffic, offsetting anticipated improvements. Some
improvements will improve one corridor and adversely affect another.
Furthermore, we would expect in the long-term that the consistent
application of the transportation improvement projects probably does not
have a significant impact on concurrency results.

It is possible that other corridors might be more sensitive to
improvements in or near those corridors. The improvements we tested made
little difference, but other larger changes, such as widening I-5 or
constructing a new interchange, could result in big differences that were not
part of our test (see discussion under policy on Shifts in Background Traffic).
As a result, we are reluctant to conclude that this policy alternative is not
viable. Nevertheless, we are persuaded that the absence of significant
differences in two corridors is enough reason to leave in place the existing
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6.

policy of including the improvements planned for the next 3 years. If,
however, the County does not make adjustments to background traffic (as
described in issue 3, above), then the issue of the time horizon for capital
improvements may have more of an impact.

An important consideration in any modification of this policy is the
definition of key terms such as “funded”, “completed”, and “reasonably
anticipated”. Inevitably, any time limit cause some situations to just within
the time limit, while others are just beyond its reach.

CONCLUSIONS

Changing the implementation process to include only capital
improvements planned for completion in the first year is a poor match for the
amount of time required by many development projects to get permitted,
built, and fully occupied. A 1-year policy would effectively guarantee that all
transportation facilities are in place at about, or in advance of, the time that
the development is complete. This could inadvertently restore the
dictionary’s definition to the term “concurrency” for transportation.

A 6-year horizon could provide more capacity overall and could be
advantageous in some corridors. However, the effect would be primarily a
one-time increase of capacity when years 4, 5 and 6 are added at the time the
policy is changed. Thereafter, the continued use of the 6-year horizon would
have no effect. Since the later years of a TIP (especially the WSDOT
program) are more subject to variation, the 3-year horizon is sound policy.

If application of a 1-year time limit had proven to make a significant
difference, we would assume a decrease in approvable development, and thus
an across-the-board tendency to stop or slow development, or to shape
development based on the location of more limited capacity in the
transportation network. Conversely, if a 6-year time limit had a
demonstrated difference, we would expect more ability to accommodate or
stimulate growth.

CONSTRAINED FACILITIES

There are circumstances when a transportation facility is constrained in
ways that prevent increasing its capacity. If such a facility is a concurrency
corridor, it can become a bottleneck to further development that is otherwise
desirable and consistent with the County’s land use plan.

CURRENT CLARK COUNTY POLICY

Clark County currently does not have an explicit policy related to
constrained facilities, but there is an informal policy. Lakeshore is planned
as a 3-lane principal arterial despite the fact that demand in the future
warrants 5 lanes. The County chose to let the level of service decrease in the
plan for Lakeshore.
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POTENTIAL CHANGES TO POLICY

Clark County could determine whether or not it has transportation
facilities that may be "constrained." A policy for constrained facilities could
establish lower standards (i.e., slower corridor speeds and/or longer
intersection delays).

The "constrained facilities” policy is different than the "fully improved
corridor" policy that was considered, but not adopted, by Clark County in
January 2000.

ANALYSIS

Palm Beach County, Florida has a process and 10 criteria for identifying
and designating constrained roadways that qualify for reduced standards for
concurrency: "Constrained Roadway at a Lower Level of Service" (CRALLS).

CONCLUSIONS

Clark County could evaluate the Florida example and develop its own
criteria for “constrained” facilities. The County should revise the allowable
level of service standard for such facilities.

Identifying “constrained” facilities and a policy of reduced LOS standards
will prevent such facilities from interfering with other County policies and
decisions that accommodate or stimulate growth, such as job development.

/. MITIGATION STRATEGIES

In some communities, developers can mitigate a concurrency impact by
providing transportation improvements that offset the impact of the
development.

CURRENT CLARK COUNTY POLICY

Clark County currently can approve and condition mitigation (if
volunteered by an applicant) if the County determines that the mitigation
will offset the traffic impacts of the development in that corridor. The County
also can approve a development with lesser (or no) mitigation in the corridor,
if it is determined that achieving the service standard would cause
significant negative impacts as identified in a SEPA review. To be
considered, any mitigation proposed by the applicant must be able to be
completed and/or implemented prior to occupancy of the development.

Clark County also has a systematic mitigation program for some traffic
impacts in the form of its transportation impact fee (TIF). The proposed
transportation improvements that are the basis for the TIF are not directly
tied to the concurrency program.

Evaluation of Clark County Concurrency ECONorthwest May 2002 Page 3-19



POTENTIAL CHANGES TO POLICY

One approach would be to conduct periodic and systematic analyses of
the need for improvements to maintain concurrency travel speed standards
in each corridor, and to include such projects in the list and cost of projects
that are the basis for the TIF. The improvements would need to be able to be
completed within three years.

A related approach (or a separate option) would eliminate the ability of
developers to provide mitigation except for improvements that are part of the
TIF list. In other words, if an improvement is needed to resolve a
concurrency problem, the developer could either pay the TIF or build the
project.

ANALYSIS

A recent survey of 68 city and county concurrency systems by the Puget
Sound Regional Council found that nearly 80% have some form of revenue-
generating program in place, and some had more than one. The most
common are SEPA mitigation fees but there were nearly as many GMA
impact fees, and 16% had both. The mitigation fees and impact fees were not
connected to concurrency in most jurisdictions.

In most jurisdictions that allow concurrency mitigation the focus is on
spot intersection signalization or channelization improvements. These
improvements help the agency get transportation improvements in place, but
typically in a piecemeal fashion, and often short-term solutions rather than
long term fixes.

Mitigation or other fee-based programs would help streamline the
process, but only if it fulfills the 6-year requirement of GMA. Perhaps the
County could develop “corridor cross-sections” to identify the improvements
that will meet long term needs of the corridor. The County could then accept
only those improvements as mitigations. If the County cannot analyze all the
corridors in the near future, it could start with the corridors that are
approaching or below the standard.

The County will need to be careful to not create system where all the
cheap fixes can be taken first. The County should not settle for quick fixes
and lose the opportunity to get proportionate share contributions to the big
solution.

The County will also need to be cautious about the types of improvements
that it envisions to maintain appropriate levels of service. A common form of
mitigation is a traffic signal at a development’s access to the public street
system. That improvement may mitigate the impacts of the individual
development, but at the cost of reducing travel speeds on the road that the
development accesses. Sometimes the County will have to us other tools,
such as access management, in order to preserve levels of service for
concurrency.
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No modeling effort was undertaken for this policy alternative. If a
corridor is out of compliance with the standards, then improvements would
be required, whether publicly or privately funded. If they are not funded for
construction within three years, then the development would be denied.

An important question will be whether development is required to
mitigate impacts to achieve the standard, or simply to achieve the same level
of service that existed prior to the development.

CONCLUSIONS

The County needs to establish a direct relationship between
transportation projects needed to maintain concurrency speed standards in
corridors and the projects included in the County's Traffic Impact Fee list.

The County could begin by listing all corridors that are forecast to go
below LOS standards within 3 years. The County could identify the solutions
for all such corridors and then incorporate those solutions in the TIF (or a
separate SEPA mitigation fee program that is just for concurrency).

A viable mitigation program, whether based on GMA or SEPA, will
enable the County to, shape, accommodate, and even stimulate growth by
providing needed infrastructure at a predictable cost to development.

8. FEES FOR CONCURRENCY

It costs money to run a concurrency program. To the extent that changes
in policy may cause changes in implementation costs, it may be appropriate
to consider fees for processing concurrency reviews.

CURRENT CLARK COUNTY POLICY

Clark County charges a variety of fees for reviewing and approving
development proposals, but there is no fee for evaluating concurrency. Some
of the time to review traffic studies may be covered by other existing fees.

POTENTIAL CHANGES TO POLICY

The County could charge an administrative fee for concurrency reviews.

ANALYSIS

It takes time to assess the status of concurrency. A fee for evaluating
concurrency for proposed development would be consistent with the County’s
policy of cost recovery: to have such reviews paid for by the development.

King County charges $60 for concurrency reviews, and $360 if the County
needs to run its model as part of the concurrency review.
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If the County wishes to charge a fee for concurrency review, it will need
to add concurrency as a separate reporting code in the County’s time
tracking system (which is becoming the basis for determining the amount of
fees.

Also, a work flow analysis should be undertaken to determine how the
concurrency portion of reviewing traffic studies relates to the County’s
existing fee structure.

CONCLUSIONS

It would be consistent with the County’s policy of cost recovery to
establish an administrative fee for concurrency reviews.

If the County embarks on any or all of the “broad” policy changes
described in Chapter 4, an administrative fee could recover the cost of
additional services as well as start-up costs to establish the new policies.

9. MODES OF TRAVEL

The largest portion of travel occurs in motor vehicles on roadways, but
important ground transportation alternatives exist via transit, bicycle, and
walking. Other alternatives include multiple occupancy of motor vehicles,
such as carpools and vanpools, and telecommuting. Still other ways exist to
minimize peak period travel by cars and trucks on roadways, including
specific transportation demand management (TDM) and transportation
systems management (TSM) programs.

CURRENT CLARK COUNTY POLICY

Clark County currently supports a variety of travel mode alternatives to
varying degrees. Concurrency, however, applies only to roads, streets, and
some highways, not to bus, rail, pedestrian or bicycle facilities, except that
the construction of public transit facilities is exempt from the concurrency
impacts on the road system.

POTENTIAL CHANGES TO POLICY

One policy option would be to adjust the travel speed and/or intersection
delay standards based on proximity to transit service or other measure of
transit level of service (LOS). This would provide some incentives for
developments within a corridor as opposed to developments that are further
away and are not (or cannot be) well served by transit.

Another policy option would be to provide credits to transit supportive
development in the form of reductions to forecast trip generation.

A policy option used in Florida, but not authorized by Washington
statutes, is an exemption from concurrency for development that meets
criteria relevant to alternative travel modes, trip reduction or urban density.
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There are more significant policy changes for modes of travel. They are
explained below under "Broad Policy Changes"” (see Multi-Modal
Concurrency).

ANALYSIS

The Puget Sound Regional Council surveyed concurrency in 68 cities and
counties in September 2001. Fifty percent address only automobiles, and the
other half address one or more other modes: transit, non-motorized and
“transportation demand management/land use”.

Travel speed standards and intersection standards can be used to support
multi-modal transportation alternatives. For example, where good transit
levels of service are provided, and/or non-motorized travel options are
available, some local governments allow a lower concurrency standard for
vehicular travel because congestion is believed to be an incentive to
increased use of non-automotive alternatives. This would have the effect of
allowing more development in these areas than would otherwise occur. But
lower levels of service produce more traffic, and bus-based transit systems
often use the same congested roadways. Some local governments are trying
to overcome this dilemma by increasing their use of queue-jumps,
transit/HOV lanes and other strategies to enable bus transit to operate more
effectively in an otherwise congested roadway network.

This study is concerned with concurrency, therefore we do not explore
many other ways that governments can encourage the use of non-automotive
modes of travel. An overview of such programs is provided in Appendix C
(Ebenhoh’s 3/8 incentives memo) and Appendix D (Ebenhoh’s 3/11 additional
memo).

The remainder of our analysis is devoted to three concurrency policy
alternatives that support increased use of alternative modes of travel:
reduced standards, trip reduction, and exemptions.

REDUCED STANDARDS

King County, Washington considers the availability of transit in
determining the acceptable standard for automobile levels of service. For
example, transit oriented urban areas can accept development if traffic is in
a range of 90-99% of capacity, but auto oriented urban areas must maintain
80-89% of capacity in order for development to occur.

Seattle applies different LOS standards to different roads. These seem to
be based on recent actual LOS rather than on any policy to favor the most
central or most dense part of the city. There is no expressed relationship
between the standards and alternative modes of transportation.

Many jurisdictions in Washington and Florida already lower concurrency
standards in dense urban areas to recognize the difficulty in expanding auto
capacity in these areas and to avoid pushing development into suburban
areas. These urban areas usually have good transit service, though transit
service is not usually given explicitly as a reason for the lower concurrency
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standards. Fort Lauderdale, Florida is an example of a jurisdiction that has
lowered its LOS in dense urban areas.

Sarasota County and Okaloosa County list different standards for
different roads without referring to a desire to promote urban infill or central
city redevelopment or alternative modes of transportation.

Several jurisdictions list road segments as “constrained facilities” that,
because of physical, environmental or policy constraints, cannot achieve the
same LOS as other facilities. Palm Beach County, Florida has a Constrained
Roadways at Lower Level of Service (CRALLS) system that reduces
concurrency LOS standards for roads that meet stringent CRALLS criteria.
Other jurisdictions that exempt “constrained facilities” include Sarasota
County, St. Petersburg and Okaloosa County.

TRIP REDUCTION

King County originally treated Transportation Demand Management
TDM) as a reduction of trips generated for the purpose of concurrency. The
County has stepped back from that practice after experiencing difficulty in
enforcing the trip-reducing outcomes of TDM programs established by
developers.

EXEMPTIONS

Florida’'s Growth Management Act has two types of exemptions from
concurrency: Transportation Concurrency Exception Areas (TCEAs) and
projects that promote public transportation (PPPT).

TCEAs exempt development from LOS standards for concurrency as long
as the community has other measures to encourage trip reduction, such as
TDM, parking control and pricing, creative financing, and public
transportation programs. The TCEAs are restricted to existing urban areas
to promote urban infill, urban redevelopment, and downtown revitalization.

Communities with TCEAs include Gainesville, Tallahassee, Orlando, and
Broward County. The City of Stuart, Florida adopted a TCEA that includes
an adjacent “buffer area” where LOS standards exist (unlike in the TCEA
itself), but where the LOS standards are 30% lower than outside the TCEA.
Alachua County designates PPPT areas.

CONCLUSIONS

The County could reduce speed standards or increase intersection delay
standards in order to reflect availability of transit, sidewalks, or even access
control (medians). If a corridor serving a development has some of these
features that the County wants (or can get from a developer as mitigation)
then providing a different standard may help the County to achieve its
growth vision.
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A simple matrix or formula could be developed that provides reduced
travel speed standards if certain elements are in place to help meet the
travel demands of a development.

The County could reduce trips from development that meets criteria that
supports use of alternate modes of travel. There is little experience to draw
on to fashion such an approach.

The County is not authorized by law to exempt proposed development
from concurrency.

The County could continue its present policy of not giving special
concurrency treatment in order to promote use of alternate modes of travel.
Our research is inconclusive regarding whether or not concurrency has a
measurable effect on use of alternative modes of travel. It is not clear that
more congestion would increase use of bus transit that uses the same
congested facilities, but it may increase use of fixed rail and other guideway
systems.

The relationship of modes of travel on “stop or slow, shape, accommodate,
or stimulate growth” is complex. Job growth increases the need for
transportation to places of employment. Job growth in higher density areas
can benefit from (and increase the need for) transit and non-motorized travel
alternatives. Businesses, customers, and freight and goods movers want fast
and easy access by car and truck.

Clark County has previously considered linking concurrency and transit.
Two options reviewed in 2001 included: (1) reduce the level of service
standard speed in corridors with frequent transit service, or (2) reduce trip
generation assumptions for development that is served by corridors with
transit service. Neither option was adopted.
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Chapter 4 BI’Oad PO“C'eS

This chapter presents our evaluation of three "broad" policy issues that

the County can use proactively as tools to achieve broad policy objectives for

land use, economic development, and quality of life.

OVERVIEW OF BROAD POLICIES

Table 4-1 lists the current policy and potential changes for each of the

subject areas.

Table 4-1. Broad policy issues for concurrency

Subject

Current Policy

Potential Change(s)

10. Modes of travel

Cars and trucks on roads

Levels of service for transit
and non-motorized travel

11. Allocation of Capacity

Market forces; first come, first
served

Allocate capacity to specific
types of development

Allocate capacity to specific
corridors

12. Investment Priorities

Multiple factors, diverse
investments

Target locations
Target modes

Target types of
development

10. MODES OF TRAVEL

The issues here are identical to the ones described for policy issue 9,
above: though, the largest portion of travel occurs in motor vehicles on

roadways, but important ground transportation alternatives exist via transit,

bicycle, and walking. Policy 9 looks at narrow solutions; this section
discusses broader solutions—ones that are more than adjustments to the
County's existing policy.

CURRENT CLARK COUNTY POLICY

As noted under policy issue 9, above, Clark County currently supports a
variety of travel mode alternatives to varying degrees. Concurrency,
however, applies only to roads, streets, and some highways, not to bus, rail,
pedestrian or bicycle facilities, except that the construction of public transit
facilities is exempt from the concurrency impacts on the road system.
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POTENTIAL CHANGES TO POLICY

Clark County could develop levels of service standards for transit and
non-motorized transportation in the County's concurrency program.

In addition, two other policy changes listed elsewhere in this memo
pertain to alternative travel modes:

e Capacity could be allocated in part to development that achieves
specified modal alternatives.

* Investments could be focused on specific travel modes.

ANALYSIS

In September 2001 the Puget Sound Regional Council surveyed
concurrency practices in 68 cities and counties. The survey asked which of
the following transportation alternatives were addressed by the concurrency
system: automobiles, transit, non-motorized and TDM/land use. Half
reported testing concurrency only for cars, 29% test cars and one alternative,
8% test cars plus two alternatives, and 13% test cars plus three alternatives.
The most frequently used alternative is TDM/land use (33%), followed by
transit (27%), then non-motorized (23%).

There is a growing body of information about levels of service for
alternative modes of travel. Much of it was identified in the Literature
Review of the Phase | report for this study. In addition, Appendices F, G and
H contain more recent research we have prepared to inform our analysis (F =
Ebenhoh’s 3/8 multi-modal memo; G = Ebenhoh’s 3/16 memo about Olympia,
and H = Transpo’s paper about transit LOS for Clark County)

TRANSIT LEVELS OF SERVICE

The state of the art for transit levels of service is the Transit Capacity
and Quality of Service Manual (TCQSM) prepared in 1999 for the Transit
Cooperative Research Program, Transportation Research Board, National
Research Council. The report serves a similar purpose to the Highway
Capacity Manual by providing guidelines for quantifying analysis of transit
system capacity.

Florida’'s Department of Transportation uses TCQSM measures of LOS
but adds an extension in its software that considers pedestrian access to
transit, such as mid-block crossing difficulty and sidewalk connections.

Communities that have developed transit LOS include Montgomery
County, Maryland, Kirkland and Olympia, Washington, and in Florida St.
John’s County and the cities of Orlando and Miami.

As noted under policy issue 9, above, King County, Washington considers
availability of transit in determining the acceptable standard for automobile
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levels of service. For example, transit oriented urban areas can accept
development if traffic is in a range of 90-99% of capacity, but auto oriented
urban areas must maintain 80-89% of capacity in order for development to
occur.

BICYCLE LEVELS OF SERVICE

The state of the art for bicycle levels of service is the 2002 Quality/Level
of Service (Q/LOS) Handbook developed by the Florida Department of
Transportation. It uses a model developed by Sprinkle Consulting Inc. (SCI),
which it says has been applied to over 100,000 miles of roadways in the U.S.
and Canada.

The Bicycle Compatibility Index: A Level of Service Concept,
Implementation Manual was developed by FHWA in 1998.

PEDESTRIAN LEVELS OF SERVICE

The Florida Q/LOS Handbook is also the state of the art for pedestrian
levels of service is the 2002 Quality/Level of Service (Q/LOS) Handbook
developed by the Florida Department of Transportation. Other work on
pedestrian LOS has been done by Gainesville, Florida, Portland, Oregon, and
the International Bicycle Fund.

TRANSPORTATION DEMAND MANAGEMENT (TDM)

As noted under policy issue 9, above, King County originally treated
Transportation Demand Management TDM) as a reduction of trips
generated for the purpose of concurrency. The County has stepped back from
that practice after experiencing difficulty in enforcing the trip-reducing
outcomes of TDM programs established by developers.

MULTI-MODAL LEVELS OF SERVICE

The City of Renton, Washington uses a multi-modal concurrency index
for its concurrency program. Renton estimates the distance that single-
occupant vehicles, high-occupancy vehicles, and transit can travel in 30
minutes from a development site. The distance measures are based on model
and field travel time data. The transit value is given a double weighting. The
distances (in miles) are summed and compared to a locally developed and
adopted standard to determine if a development passes concurrency.

Florida’'s Urban Infill and Redevelopment Act of 1999 allows for the
creation of Multi-Modal Transportation Districts (MMTDSs) by local
jurisdictions. DeLand, Florida is developing the first MMTD.

Montgomery County, Maryland, has developed an index of automobile
and transit congestion. Olympia, Washington is also exploring multi-modal
LOS.
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Florida’'s Department of Transportation recommends that multi-modal
LOS not consist of one unified measure that attempts to measure level of
service for all modes simultaneously. The reasons they give are that there is
no professionally accepted or scientifically valid technique for doing so, the
difficulty of applying a weight to each of the modes, and differences between
functional classifications/purposes of roadways. Because of this, “multi-
modal LOS” means, in practice, one LOS for each of the travel modes.

LOS measures are not generally comparable across modes because,
though some of them use the same A through F grading scale, a D may be
better for autos than it is for pedestrians or bicycles.

APPLYING TCQSM TO CLARK COUNTY

Appendix H presents an approach to applying TCQSM to the Highway 99
corridor in Clark County. The Highway 99 corridor was selected due to the
current high level of transit service provided by C-Tran.

C-Tran Route 71 operating between downtown Vancouver and Salmon
Creek park-and-ride lot serves the Highway 99 corridor. The transit service
along Highway 99 was selected given: (1) current service levels which include
15-minute frequencies on Route 71 during weekday peak and non peal
periods, and (2) its importance as a major connector between two important
transit activity areas.

Our assessment looked at Route 71 using several criteria relating to
transit service quality. Each measure — expressed in terms of grades with A
being best and F worst — evaluates an aspect of service and facilities to
determine what can be improved. For Route 71, the following measures have
been identified:

* Service Frequency

* Hours of Service

e Transit Speed vs. Auto Speeds

» Passenger Loads

* Reliability

* Service Coverage

Using available information the quality of transit service along the

Highway 99 corridor can be assessed using the selected criteria. The results
of the assessment are summarized below.

Service Frequency

Currently, C-Tran’s Route 71 provides 15-minute service on weekdays
during both peak and non-peak periods. This level of service, particularly
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during the non-peak period, is characteristic of transit routes operating in
large urban areas. Using the grading identified in the Transit Capacity and
Quality of Service Manual for service, the service frequency for Route 71 is
graded LOS C.

Hours of Service

The daily start and finish times for a transit route is another indicator of
service quality. In the case of Route 71, the service start is 5:15 a.m. at the
Salmon Creek park-and-ride lot and the finish is 9:40 p.m. at the 7th Street
transit center. Using calculations identified in the TCQS Manual for
measuring hours of service, a 17-hour span of service is provided by Route
71. This span of service results in the result achieving an LOS of B for the
Hours of Service measurement.

Transit Speeds vs. Auto Speeds

In the TCQS Manual, the comparison between transit and auto travel
times is based on door-to-door trip times. For transit, the total travel times
includes in-vehicle time, travel time to and from bus stops, waiting time for
transit, and transfer time (if any).

For auto travel, the total travel time involves in-vehicle time plus
walking to/from the location where the car is parked. Lack of information on
travel and transfer time for transit riders as well as walking time to/from
parking locations limit our analysis of Route 71 to the following: For buses,
in-vehicle travel time plus average weight times, expressed in terms of one-
half the headway. For autos, only the in-vehicle time is used.

Using current (February 2002) Route 71 schedules and estimated auto
travel times on SR 99, the total travel time comparisons can be made. For
the selected segments the transit/auto travel time comparisons, the LOS
ranges from B to C depending on the time of day (see Appendix H for specific
results).

Passenger Loads

Passenger loads can be assessed in relationship to available capacity.
Passenger load factors can reach a point where ridership may be
discouraged, i.e., the system can no longer accommodate riders. Using
ridership data and comparing it to available service, the LOS for Passenger
Loads can be identified.

Service Reliability

Service reliability or on-time performance can be measured by comparing
actual vs. scheduled times for buses along a particular route. Information to
determine current on-time performance for C-Tran Route 71 can be obtained
from the agency or through separate field checks.
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Conclusion

The TCQSM process provides good tools for assisting Clark County and
C-Tran in evaluating transit service in a corridor. These tools can provide
guidelines for creating a separate standard for transit, or to serve as an
objective basis for adjusting auto travel time standards, or reworking the
concurrency approach for areas designated for transit-oriented development.

It will be difficult to define which TCQSM parameters are actually
important from a concurrency and land use plan perspective. An on/off
(pass/fail) concept is probably better than a weighted score with auto travel
time. For example, if there is LOS C or better for 3 or 4 factors, then
development passes transit concurrency. Alternatively, the factors could be
put into a formula that decreases the speed standard based on where the
transit LOS standards are set.

Data for a lot of the TCQSM are not readily available. Maybe C-Tran and
the County could research the data for key corridors annually, or every other
year. The regional transportation plan is just starting to address HOV and
transit priorities — getting reliable transit service in some of the corridors
will take a financial commitment from the County, WSDOT, Vancouver, and
others.

CONCLUSIONS

There are two policy choices

1. Separate level of service standards for one or more alternate modes of
travel. Development is approvable only if the transit, bike, and/or
pedestrian modes are performing at specified LOS standards.

2. Use the TCQSM measures as an objective basis for adjusting existing
travel speed standards or intersection delay criteria.

The first policy option could have the effect of allowing less development
than would otherwise occur if development did not exceed the LOS for motor
vehicles but transit standards were not being met. The use of a multi-modal
standard could help support job-creating development in the right locations,
and could, therefore, accommodate or even stimulate such growth.

11. ALLOCATION OF CAPACITY

Trips generated by development use the capacity of the transportation
system. There are different ways of determining how much of the capacity is
used and how it is allocated among existing users and potential new users.

CURRENT CLARK COUNTY POLIC