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CONTACT: BRANDON OLSEN

PHONE:  (503) 951-7515
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Parallel

INFRASTRUCTURE

CAMP BONNEVILLE
21811 NE 58TH STREET

VANCOUVER, WA 98682
LAT (NAD 83/91): 45° 39' 47.50"N (1A SURVEY)
LONG (NAD 83/91): 122° 26' 44.19"W (1A SURVEY)
GROUND ELEVATION (AMSL): 353.7'+ (1A SURVEY)

SITE PERSPECTIVE

ARCHITECT/ENGINEER:
KDC ARCHITECTS.ENGINEERS P.C.
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PHONE:  (425) 670-8651

EMAIL: KEN.CAMP@KDCARCHITECTS.COM
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STATE OF WASHINGTON

REGISTERED
CHITRCT

APPROVAL STAMP:

PROJECT INFORMATION

APPROVALS/ISSUE DATES

SYMBOLS LIST

CONFIDENTIAL AND PROPRIETARY

WASHINGTON STATI MPLIANCE:

2012 IBC, STANDARDS AND AMENDMENTS—WAC 51-50;
2012 IMC, STANDARDS AND AMENDMENTS—WAC 51-52;
2012 IFC, STANDARDS AND AMENDMENTS—WAC 51-—54A;
2012 UPC, STANDARDS AND AMENDMENTS—WAC 571-56.

SITE _NAME:
CAMP BONNEVILLE

SITE ADDRESS:
21811 NE 58TH STREET
VANCOUVER, WA 98682

LAND OWNER:

KENNETH H MUNGER

21811 NE 58TH STREET

VANCOUVER, WA 98682

PHONE:  (360) 518—5476

EMAIL: KEN@ADVANCEDELECTRIC.WS

JURISDICTION:
CLARK COUNTY

R-10 R'ES\DENTA\L

PAR NUMBER:
171496000

PROJECT RIPTION:

THIS PROPOSAL IS FOR THE INSTALLATION OF A PROPOSED 165°—0" TALL MONOPOLE IN A PROPOSED 80'-0" X 80°-0"
FENCED COMPOUND. ALSO INCLUDES INSTALLATION OF (1) PROPOSED AT&T LOW—PROFILE PLATFORM, (12) PROPOSED
AT&T ANTENNAS AND ASSOCIATED AUXILIARY EQUIPMENT. ALSO, INSTALLATION OF (1) PROPOSED AT&T SHELTER WITH
EQUIPMENT INSIDE, (1) PROPOSED H—FRAME WITH 800 AMP POWER CABINET AND PROPOSED ICE BRIDGE INSIDE
PROPOSED 80°'—0" X 80°—0" NOISE BARRIER WOOD FENCED COMPOUND.

SITE ALPHA NO:

DATE SSUED AS

Preliminar:

Preliminary—Revised

Zoning—Special Use Permit Application
Construction Permit Application

Issued for Zoning/Construction

Issued for Construction

Issued Zoning & Construction Permit
As Built/Record Set

For Owner and Engineering Approval

( X\ (eLevarion NuwBER) XN (DETAIL NUMBER)
\X-X/ (SHEET NUNBER) \X-X/ (SHEET NUMBER)

A (SECTION NUMBER)

X-X/ (SHEET NUMBER)

GRADE (ELEVATION LOCATION)
0"—0" (ELEVATION HEIGHT)
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- — ——— —— EASEMENT

— e — i — | EASE AREA
ELECTRICAL SERVICE

13 UE UE—— UNDERGROUND ELECTRICAL SERVICE
—oE )3 OE—— OVERHEAD ELECTRICAL SERVICE
AT&T T T T TELCO SERVICE
—ur ut UT——  UNDERGROUND TELCO SERVICE
CELLULAR DESIGN ENGINEER APPROVAL ot ot or OVERHEAD TELCO SERVICE

PRINTED NAME SIGNATURE TITLE DATE
FROM PORTLAND INTERNATIONAL AIRPORT:
DEPART PORTLAND INTERNATIONAL AIRPORT [7000 NE AIRPORT WAY,
PORTLAND OR 97218, UNITED STATES, (503) 460—4234] ON

Pl TELECOM LOCAL ROAD(S) (WEST)
PROPERTY OWNER APPROVAL TURN LEFT (EAST) ONTO LOCAL ROAD(S)
PRINTED NAME | SIGNATURE TITLE DATE TURN LEFT (NORTH) ONTO LOCAL ROAD(S)

BEAR RIGHT (EAST) ONTO LOCAL ROAD(S)

MERGE ONTO LOCAL ROAD(S)

MERGE ONTO NE AIRPORT WAY

TURN LEFT (NORTH) ONTO LOCAL ROAD(S)

TAKE RAMP ONTO 1—205 [GLENN JACKSON BRIDGE]
ENTERING WASHINGTON

AT EXIT 30, TURN RIGHT ONTO RAMP

KEEP LEFT TO STAY ON RAMP

TAKE RAMP (LEFT) ONTO SR—500

KEEP RIGHT ONTO LOCAL ROAD(S)

BEAR RIGHT (EAST) ONTO NE FOURTH PLAIN BLVD
ROAD NAME CHANGES TO NE FOURTH PLAIN RD [NE FOURTH PLAIN
BLVD]

KEEP STRAIGHT ONTO SR—500 [NE FOURTH PLAIN RD]
KEEP STRAIGHT ONTO SR—500 [NE 58TH ST]

ARRIVE 21811 NE 58TH ST, VANCOUVER, WA 98682

Not for disclosure outside AT&T DATE: 02/19/2016
without permission.
DRAWN BY: ATD
VICINITY MAP CHECKED BY: PP
REVISIONS
DATE DESCRIPTION BY
05/20| ISSUED FOR PK
2015 | 100% REVISED ZDS
06/15| ISSUED FOR
20/1 5| RZDS ATD
06,/16| ISSUED FOR
" 20/15 RZD 1 ATD
11/16| ISSUED FOR
20/15 FZD — SUBMITTAL ATD
02/01| ISSUED FOR PK
ME SR 2016 | FZD — REVISION
* i 02/18| ISSUED FOR
5 20/1 6 [FZD — CIVIL REVISION ATD
S ITE PROJECT:
CAMP
BONNEVILLE

[ M
Gitpen Mowtain
Gall Course

21811 NE 58TH STREET
VANCOUVER, WA 98682
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opP OVERHEAD POWER LINE

upP BURIED POWER LINE
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ot OVERHEAD TELEPHONE LINE
ut BURIED TELEPHONE LINE

w BURIED WATER LINE

ss BURIED SANITARY SEWER
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CYYTYTYTYTYTY YN VEGETATION LINE

o CHAIN LINK FENCE
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[A] TRANSFORMER <O~ FIRE HYDRANT
X LIGHT STANDARD X GATE VALVE
[P] POWER VAULT B WATER METER
K UTILITY BOX Q  FIRE STAND PIPE
o UTILITY POLE O  CATCH BASIN, TYPE |
&— POLE GUY WIRE ©® CATCH BASIN, TYPE I
M GAS VALVE o SIGN
© GAS METER °  BOLLARD
TELEPHONE VAULT = MAIL BOX
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NOTE:
1) ALL ELEVATIONS SHOWN ARE ABOVE MEAN SEA LEVEL
(AMSL) AND ARE REFERENCED TO THE NAVD88 DATUM.
2) ALL TOWER, TREE AND APPURTENANCE HEIGHTS ARE

ABOVE GROUND LEVEL (AGL) AND ARE ACCURATE TO
+ 0.5 FEET OR + 1% OF TOTAL HEIGHT, WHICHEVER IS
GREATER.

TREE LEGEND

REFERENCE TRUNK LOCATION ONLY.
WERE APPROXIMATED AT 3.5 TO 4’ ABOVE GROUND LEVEL.
TREES SHOWN ARE FOR REFERENCE ONLY AND OTHER
TREES AND VEGETATION MAY EXIST.

SITE INFORMATION

DECIDUOUS TREE AL=ALDER
MP=MAPLE
DS=DECIDUOUS
ALT2 =—TRUNK DIAMETER (IN) MA=MADRONA
OK=0AK
TYPE CH=CHERRY
EVERGREEN TREE CE=CEDAR
DF=DOUGLAS FIR
% HE=HEMLOCK
oF18 PI=PINE
195.2 EVG=EVERGREEN
1—HE\GHT AGL IF MEASURED
NOTE:
TREE DRIP LINES ARE NOT TO SCALE. TREE SYMBOLS
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ARCHITECTS.ENGINEERS, P.C.
4720 200TH STREET SW SUITE 200
LYNNWOOD, WA 98036

PHONE:  425.670.8651

FAX: 425.712.0846

DUNCANSON

Company, Inc.

145 SW 155th Street, Suite 102
Seattle, Washington 98166
Phone 206.244.4141
Fax 206.244.4455

SITE
CAMP BONNEVILLE

2181 NE 58TH STREET
VANCOUVER, WA 98682
CLARK COUNTY

THIS DRAWING WAS CREATED FOR THE
EXCLUSVE USE OF THE CLIENT NAMED HEREON,
AND IS NOT TO BE USED IN WHOLE OR IN PART

WITHOUT WRITTEN AUTHORIZATION FROM

SAID CLIENT.
(©2014, DUNCANSON COMPANY, INC.

FLD. CREW: PN/CT
FLD. BOOK: 348/15
DRAWN BY: RLP
JOB #: 99544.1060
DATE: 1/2/15
REVISIONS
DATE DESCRIPTION BY

TAX LOT NUMBER
SITE ADDRESS

SITE CONTACT
PHONE NUMBER
ZONING

TOTAL LOT AREA
PROJECT AREA

171496000
21811 NE 58TH STREET
VANCOUVER, WA 98682

222 (JURISDICTION)
TO BE DETERMINED
6400 S.F.

SURVEY REFERENCE

1. SURVEY, RECORDED IN BOOK 39, PAGE 121,
RECORDS OF CLARK COUNTY.

2. SURVEY, RECORDED IN BOOK 14, PAGE 193,
RECORDS OF CLARK COUNTY.

BOUNDARY DISCLAIMER
THIS PLAN DOES NOT REPRESENT A BOUNDARY
SURVEY. SUBJECT AND ADJACENT PROPERTY LINES
ARE DEPICTED USING FIELD—FOUND EVIDENCE AND
RECORD INFORMATION.

REVISE LEASE LOCATION

6/12/15 AND EASEMENT Kow
5/15/15 ADDITIONAL TOPO RLP
4/13/15 ADD CONTOURS Kdw

CAUTION!

UNDERGROUND UTILITIES EXIST IN THE AREA AND
UTILITY INFORMATION SHOWN MAY BE INCOMPLETE.
STATE LAW REQUIRES THAT CONTRACTOR CONTACT THE
ONE—-CALL UTILITY LOCATE SERVICE AT LEAST 48
HOURS BEFORE STARTING ANY CONSTRUCTION.

1-800-424-5555

SHEET TITLE
EXISTING SITE SURVEY
SEC 16, TWP 2 N, RNG 3 E, WM

SHEET NUMBER

SVi
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3)

4)

5)

NO TITLE RESEARCH PROVIDED AT THIS TIME.
CALCULATED BOUNDARY MAY CHANGE UPON
RECEIPT OF TITLE.

FIELD WORK CONDUCTED IN DECEMBER, 2014.
BASIS OF BEARING: WASHINGTON STATE PLANE
COORDINATE SYSTEM, NORTH ZONE (NAD83).
UNDERGROUND UTILITES SHOWN HEREON, IF
ANY, WERE DELINEATED FROM SURFACE
EVIDENCE AND/OR UTILITY COMPANY RECORDS.
CRITICAL LOCATIONS SHOULD BE VERIFIED PRIOR
TO DESIGN AND CONSTRUCTION.

FEMA DESIGNATION: ZONE X (AREAS DETERMINED
TO BE OUTSIDE THE 0.2% CHANCE ANNUAL
FLOODPLAIN), PANEL 412 OF 600, FIRM MAP
NUMBER 53011C0412D, EFFECTIVE DATE
SEPTEMBER 5, 2012.
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COORDINATE DATA AT CENTER OF PROPOSED TOWER:

NAD 83
LAT — 45°39'47.51" N
LONG — 122726°43.46” W

NAVD 88
ELEV.= 354.3 FEET

SITE LOCATION

SCALE: 1"=100'

-_— — . ‘ LI ‘
I — — ! Tt
= z I
| TT
w FOUND REBAR FOUND REBAR & CAP
I gI | GATE/ NO CAP "WITTEN 12412"
w
< [
<
z I TAX PARCEL | I
I S 71494000 TAX PARCEL
E | PROPERTY 171496000
| BOUNDARY
' [ ! I
|
[ TAX PARCEL
I | | 171501000
PROPOSED 20° LATITUDE /LONGITUDE
GATE ACCESS EASEMENT POSITION I
PROPOSED TOWER
l |/~ LOCATION
T T -
- - - — — —
| e
\
r == > N\ E—
TAX PARCEL N
171482000 \ _
=
-]
TR e —
°F
I o I
TAX PARCEL
I 171509000 I I
g UT
z l
I TAX PARCEL I
171522000 I
TAX PARCEL i ‘I
171495000 f

opP OVERHEAD POWER LINE

upP BURIED POWER LINE

G BURIED GAS LINE

ot OVERHEAD TELEPHONE LINE
ut BURIED TELEPHONE LINE

w BURIED WATER LINE

ss BURIED SANITARY SEWER
SD BURIED STORM DRAIN

—_— — — —— DITCH LINE/FLOW LINE

OO0 ROCK RETAINING WALL
CYYTYTYTYTYTY YN VEGETATION LINE

o CHAIN LINK FENCE
o WOOD FENCE
x BARBED WIRE/WIRE FENCE
[A] TRANSFORMER <O~ FIRE HYDRANT
X LIGHT STANDARD X GATE VALVE
[P] POWER VAULT B WATER METER
K UTILITY BOX Q  FIRE STAND PIPE
o UTILITY POLE O  CATCH BASIN, TYPE |
&— POLE GUY WIRE ©® CATCH BASIN, TYPE I
M GAS VALVE o SIGN
© GAS METER °  BOLLARD
TELEPHONE VAULT = MAIL BOX
o TELEPHONE RISER 234.21 SPOT ELEVATION
NOTE:

1) ALL ELEVATIONS SHOWN ARE ABOVE MEAN SEA LEVEL
(AMSL) AND ARE REFERENCED TO THE NAVD88 DATUM.

2) ALL TOWER, TREE AND APPURTENANCE HEIGHTS ARE
ABOVE GROUND LEVEL (AGL) AND ARE ACCURATE TO
+ 0.5 FEET OR + 1% OF TOTAL HEIGHT, WHICHEVER IS
GREATER.

TREE LEGEND

DECIDUOUS TREE AL=ALDER
MP=MAPLE
DS=DECIDUOUS
ALT2 =—TRUNK DIAMETER (IN) MA=MADRONA
OK=0AK
TYPE CH=CHERRY
EVERGREEN TREE CE=CEDAR
DF=DOUGLAS FIR
% HE=HEMLOCK
oF18 PI=PINE
195.2 EVG=EVERGREEN

1;HE\GHT AGL IF MEASURED

TREE DRIP LINES ARE NOT TO SCALE. TREE SYMBOLS
REFERENCE TRUNK LOCATION ONLY. TRUNK DIAMETERS
WERE APPROXIMATED AT 3.5 TO 4’ ABOVE GROUND LEVEL.
TREES SHOWN ARE FOR REFERENCE ONLY AND OTHER
TREES AND VEGETATION MAY EXIST.

SITE INFORMATION

NOTE:
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ARCHITECTS.ENGINEERS, P.C.
4720 200TH STREET SW SUITE 200
LYNNWOOD, WA 98036

PHONE:  425.670.8651

FAX: 425.712.0846

O

DUNCANSON

Company, Inc.

145 SW 155th Street, Suite 102
Seattle, Washington 98166
Phone 206.244.4141
Fax 206.244.4455

SITE
CAMP BONNEVILLE

2181 NE 58TH STREET

VANCOUVER, WA 98682
CLARK COUNTY

171496000
21811 NE 58TH STREET
VANCOUVER, WA 98682

TAX LOT NUMBER
SITE ADDRESS

SITE CONTACT
PHONE NUMBER
ZONING

TOTAL LOT AREA
PROJECT AREA

222 (JURISDICTION)
TO BE DETERMINED
6400 S.F.

SURVEY REFERENCE
1. SURVEY, RECORDED IN BOOK 39, PAGE 121,
RECORDS OF CLARK COUNTY.
2. SURVEY, RECORDED IN BOOK 14, PAGE 193,
RECORDS OF CLARK COUNTY.

BOUNDARY DISCLAIMER
THIS PLAN DOES NOT REPRESENT A BOUNDARY
SURVEY. SUBJECT AND ADJACENT PROPERTY LINES
ARE DEPICTED USING FIELD—FOUND EVIDENCE AND
RECORD INFORMATION.

THIS DRAWING WAS CREATED FOR THE
EXCLUSVE USE OF THE CLIENT NAMED HEREON,
AND IS NOT TO BE USED IN WHOLE OR IN PART

WITHOUT WRITTEN AUTHORIZAT FROM

CLIENT.
(©2014, DUNCANSON COMPANY, INC.

FLD. CREW: PN/CT
FLD. BOOK: 348/15
DRAWN BY: RLP
JOB #: 99544.1060
DATE: 1/2/15
REVISIONS
DATE DESCRIPTION BY

REVISE LEASE LOCATION [\

6/12/15 AND EASEMENT
5/15/15 ADDITIONAL TOPO RLP
4/13/15 ADD CONTOURS Kdw

CAUTION!

UNDERGROUND UTILITIES EXIST IN THE AREA AND
UTILITY INFORMATION SHOWN MAY BE INCOMPLETE.
STATE LAW REQUIRES THAT CONTRACTOR CONTACT THE
ONE—-CALL UTILITY LOCATE SERVICE AT LEAST 48
HOURS BEFORE STARTING ANY CONSTRUCTION.

1-800-424-5555

SHEET TITLE
EXISTING SITE SURVEY
SEC 16, TWP 2 N, RNG 3 E, WM

SHEET NUMBER

SV3
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SHEET INDEX SITE INFORMATION

C1 COVER SHEET & EXISTING CONDITIONS PLAN TAX LOT NUMBER: 171509000

C2 TESC & CSWPP PLAN 171496000

C3 SITE & DRAINAGE PLAN SITE ADDRESS: 21811 NE 58TH STREET

C4 DETAILS VANCOUVER, WA 98682
ZONING: R—10

NOTE: THIS ENGINEERING PLAN SET ALSO CONSTITUTES PARCEL AREA (BOTH PARCELS): 1,564,520

THE FINAL DEVELOPMENT PLAN.
TOTAL DISTURBED AREA: 37,035

CLEAHING/ EARTHWORK NOTE:

ALL WORK SHALL CONFORM TO THE RECOMMENDATIONS IN THE
GEOTECHNICAL ENGINEERING EVALUATION.

2. CONTRACTOR SHALL COORDINATE WITH CONSTRUCTION MANAGER
AND LAND OWNER REGARDING DISPOSAL OF CLEARING DEBRIS, SOIL
STRIPPING MATERIAL AND ANY EXCESS CUT MATERIAL.

GENERAL NOTES

1 ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CLARK
COUNTY CODE (CCC), CLARK COUNTY STREET AND ROAD STANDARDS
(CCSRS), CLARK COUNTY STANDARD DETAILS MANUAL (CCSDM) AND THE
LAND USE CONDITIONS OF APPROVAL. IT SHALL BE THE SOLE
RESPONSIBILITY OF THE APPLICANT AND THE PROFESSIONAL CIVIL ENGINEER
TO CORRECT ANY ERROR, OMISSION, OR VARIATION FROM THE ABOVE
REQUIREMENTS FOUND IN THESE PLANS.

2. APPROVAL OF ROADWAYS, GRADING, EROSION CONTROL AND DRAINAGE
PLAN BY CLARK COUNTY DOES NOT CONSTITUTE AN APPROVAL OF ANY
OTHER CONSTRUCTION (E.G., DOMESTIC WATER CONVEYANCE, SEWER
CONVEYANCE, GAS, ELECTRICAL, ETC.).

3. BEFORE ANY CONSTRUCTION OR DEVELOPMENT ACTIVITY, A
PRECONSTRUCTION MEETING MUST BE HELD BETWEEN THE DEPARTMENT OF
COMMUNITY DEVELOPMENT, ENGINEERING SERVICES (DCDES) CONSTRUCTION
INSPECTION SECTION OF THE ENGINEERING SERVICES DIVISION, THE
APPLICANT, AND THE APPLICANT'S CONSULTING ENGINEER AND
CONSTRUCTION REPRESENTATIVES.

4. A COPY OF THESE APPROVED PLANS MUST BE ON THE JOB SITE
WHENEVER CONSTRUCTION IS IN PROGRESS.

5. CONSTRUCTION NOISE SHALL BE LIMITED IN ACCORDANCE WITH THE
NUISANCE ORDINANCE CCC 9.14.010(3); NORMALLY, THIS IS 7AM. TO 10
P.M. SEVEN DAYS A WEEK.

6. IT SHALL BE THE APPLICANT'S/CONTRACTOR'S RESPONSIBILITY TO
OBTAIN ALL CONSTRUCTION EASEMENTS AND/OR RIGHT OF ENTRIES PRIOR
TO CONSTRUCTION WORK.

7. ALL FRANCHISED UTILITIES (I.E. GAS, ELECTRIC, PHONE) OR OTHER
INSTALLATIONS THAT ARE NOT SHOWN ON THESE APPROVED PLANS SHALL
NOT BE CONSTRUCTED UNLESS AN APPROVED SET OF PLANS THAT MEETS
ALL REQUIREMENTS OF CCSRS (CCC 40.350.030) IS SUBMITTED TO THE
DCDES CONSTRUCTION INSPECTION SECTION THREE DAYS PRIOR TO
CONSTRUCTION.

8. DATUM SHALL BE CLARK COUNTY DATUM NGVD 1929(47) UNLESS
OTHERWISE APPROVED BY DCDES.

9. ALL UTILITY TRENCHES SHALL BE BACKFILLED AND COMPACTED TO 95
PERCENT MAXIMUM DENSITY AS DETERMINED BY AASHTO T-99, WITHIN THE

ROADWAY PRISM (CCC40.350.030(C)(4)(E).

10.  ALL ROADWAY SUBGRADE WITHIN THE ROADWAY PRISM SHALL BE
BACKFILLED AND COMPACTED TO 95 PERCENT MAXIMUM DENSITY AS
DETERMINED BY AASHTO T—99 (WSDOT 2 06.3).

11. OPEN CUTTING OF EXISTING ROADWAYS IS NOT ALLOWED UNLESS
SPECIFICALLY APPROVED BY DCDES AND NOTED ON THESE APPROVED
PLANS. ANY OPEN CUT SHALL BE RESTORED IN ACCORDANCE WITH CLARK
COUNTY CODE (SEE STANDARD TRENCH RESTORATION NOTES OF STANDARD
DETAILS MANUAL).

12. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING ADEQUATE
SAFEGUARDS, SAFETY DEVICES, PROTECTIVE EQUIPMENT, FLAGGERS, AND
ANY OTHER NEEDED ACTIONS TO PROTECT THE LIFE, HEALTH, AND SAFETY
OF THE PUBLIC, AND TO PROTECT PROPERTY IN CONNECTION WITH THE
PERFORMANCE OF WORK COVERED BY THE CONTRACTOR. ANY WORK WITHIN
THE TRAVELED RIGHT OF WAY THAT MAY INTERRUPT NORMAL TRAFFIC FLOW
SHALL REQUIRE AT LEAST ONE FLAGGER FOR EACH LANE OF TRAFFIC
AFFECTED. SECTION 1 07.23, “TRAFFIC CONTROL,”OF THE WSDOT STANDARD
SPECIFICATIONS SHALL APPLY IN ITS ENTIRETY.

13. STORM DRAIN, EROSION CONTROL, TRENCH RESTORATION, GRADING, AND
SIGNING & STRIPING GENERAL NOTES PER STANDARD PLANS D1.0, ECN1
AND UGN RESPECTIVELY ARE MADE PART OF THESE NOTES, AND ARE TO BE
INCLUDED IN THE CONSTRUCTION PLAN SET.

14. IF ANY CULTURAL RESOURCES AND/OR HUMAN REMAINS ARE
DISCOVERED IN THE COURSE OF UNDERTAKING THE DEVELOPMENT ACTIVITY,
THE DEPARTMENT OF ARCHAEOLOGY AND HISTORIC PRESERVATION IN
OLYMPIA AND CLARK COUNTY DEPARTMENT OF COMMUNITY DEVELOPMENT
SHALL BE NOTIFIED. FAILURE TO COMPLY WITH THESE STATE REQUIREMENTS
MAY CONSTITUTE A CLASS C FELONY, SUBJECT TO IMPRISONMENT AND/OR
FINES.

NEW/REPLACED IMPERVIOUS AREA: 20,537

SOIL TYPE: HOCKINSON LOAM
proud past, pramising luturs
CLARNERNN
ENGINEERING CASE
HABITAT CASE
PLANNING LAND USE CASE
WETLAND CASE
Signature  Clark County Fire Marshal Data
c Signature  Clark County Environmantal Services Date
0 = ~
U Signaiure  Clark County Transpo Date
N Signature  Clark Counfy Transporiation-Signal  Date
$ Signature  Clark Couniy Transportation-Slgning and Siriping  Date
Signature  Clark Counfy Development Engineering ~ Date
Final Sita Plan
U Signature Clark County Development Enginearing Date
S A A
E | Stormwater & Eroslon Control CCC 40.380
Stormwater & Erosion Control CCC 40.385
Transportation & Circulation CCC 40,350
Within Right-of-Way Landscaping Roview
Utility Permits CCC 13.12A & 12.20A
0 Clark County Signing & Striping
Clark County Traffic Signals
N Road Modifications CCC 40.550.010
Critical Aquifer Recharge Areas CCC 40.410
Geologic Hazard Areas CCC 40.430
L Flood Hazard Aroas CCC 40,420
Sewaer and Water Plans
Y Clark County M & O Pmemn: Deflection Testing
Private Stormwater Coven:
Grading, Excavation, Fill Ind Stockpile CCC 14.07
RECOMMENDED for APPROVAL
Engincering Tram Leader Dair |
APPROVED for CONSTRUCTION =
Ciark County Eagineer Dhate
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ARCHII’ECIS.ENGINPERS P.C.
4720 200TH STREET SW_SUITE 200
vauwoon, WA 98036
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DUNCANSON

Company, Inc.

145 SW 155th Street, Suite 102
Seattle, Washington 98166
Phone 206.244.4141
Fax 206.244.4455

SITE
CAMP BONNEVILLE

21811 NE 58TH STREET
VANCOUVER, WA 98682
CLARK COUNTY

THIS DRAWING WAS CREATED FOR THE
[EXCLUSIVE USE OF THE CLIENT NAMED HEREON,
AND I8 NOT TO BE USED IN WHOLE OR IN PART

WITHOUT WRITTEN AUTHORIZATION FROM

SAID CLIENT.
(©2015, DUNCANSON COMPANY, INC.
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CLARK COUNTY

WALHINGT®

DESIGN PROFESSIONAL SHALL COMPLETE ALL LINES:
PROJECT QUANTITIES

GRADING:
e Ex 1,400 CY
1400CY

N/A
NA

DISTURBED AREA:
rbed 37,035 SF

FLOW RESTORATION LAND COVER OBLIGATION (TO 0.1 ACRE):

PUBLIC IMPROVEMENTS PRIVATE IMPROVEMENTS

{Artorial &
F NA | 2 vear F NA

NA st Linsgr Fas NA
Transportation (Other)

NA

NA
Stormwator X Stormwater

ty T NA Facifity Type _ BMPs

FLD. CREW: PN/CT
FLD. BOOK: 348/15
DRAWN BY: HMD
JOB # 99544.1060
DATE: 6/14/15
REVISIONS
DATE DESCRIPTION BY

2/17/16 PER 2015 CLARK CO HMD
[STORMWATER MANUAL

PRIVATE ROAD MAINTENANCE:

CLARK COUNTY HAS NO RESPONSIBILITY TO IMPROVE OR MAINTAIN
THE PRIVATE ROAD(S) CONTAINED WITHIN OR PRIVATE ROAD(S)
PROVIDING ACCESS TO THE PROPERTY(IES) DESCRIBED ON THIS
PLAN. ANY PRIVATE ACCESS ROAD SHALL REMAIN A PRIVATE
ROAD UNLESS IT IS UPGRADED TO PUBLIC ROAD STANDARDS AT
THE EXPENSE OF THE DEVELOPER OR ADJOINING LOT OWNERS TO
INCLUDE HARD SURFACE PAVING AND IS ACCEPTED BY COUNTY
FOR PUBLIC OWNERSHIP AND MAINTENANCE

ENGINEER'S STATEMENT:

ALL REQUIRED INFORMATION IS INCLUDED IN THE STORM WATER
PLAN; THE PROPOSED STORM WATER FACILITIES ARE FEASIBLE;
THE PROJECT AS PROPOSED COMPLIES WITH CLARK COUNTY CODE

40.386 AND THE CLARK COUNTY STORMWATER MANUAL 2015.

Know what's below.

Call 48 hours before you dig.

SHEET TITLE
CIVIL COVER SHEET
EXISTING CONDITIONS PLAN

SHEET NUMBER

C1




ACCESS PARCEL
EX PAVED ROAD
TO NE 58TH ST TAX PARCEL
171509000

R-10 ZONING

STABILIZED CONSTRUCTION
ENTRANCE

TN ASPHALT- - -

TEMPORARY DISTURBANCE THIS
AREA FOR UTIL TRENCHING

SEED AND MULCH ALL DISTURBED
AREAS NOT OTHERWSE SURFACED WITH
CRUSHED ROCK OR LANDSCAPING.

40

CLEARING LIMITS, TYP

GRAPHIC SCALE

0 20 40 80 160
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STANDARD NOTES FOR EROSION CONTROL
TEMPORARY EROSION AND SEDIMENT CONTROL (TE.SC) NOTES:

IN FEET )
40’ (22x34)

(
oo
= 80" (11X17)

1

FIELD COORDINATE LOCATION
OF TEMPORARY STOCKPILE

TAX PARCEL
171501000
R-10 ZONING

GRASS

SILT FENCE, TYP

PROVIDE 5'x10" SUMP FOR
CONCRETE WASHOUT. FIELD
COORDINATE LOCATION

TESC CONSTRUCTION SEQUENCE

1. THE CONTRACTOR SHALL INSTALL AND MAINTAIN BMP’S AS SHOWN AND PERFORM ALL
ACTIONS NECESSARY TO PREVENT EROSION, AND CONTROL SEDIMENT FROM LEAVING THE
CONSTRUCTION SITE. CONTRACTOR SHALL COMPLY WITH CLARK COUNTY CODE CHAPTER
40.380.050.

2. ALL EROSION CONTROL MEASURES SHALL BE IN—PLACE AND IN WORKING CONDITION
PRIOR TO DISTURBING AND EXPOSING ANY SOIL SURFACES (L.E. SILT FENCE,
CONSTRUCTION ENTRANCE, SEDIMENTATION BARRIERS, SEDIMENTATION TRAPS).

3. ALL EROSION PREVENTION AND CONTROL BMP’'S SHALL BE MAINTAINED AND REPAIRED
AS NEEDED TO INSURE CONTINUED PERFORMANCE OF THEIR INTENDED FUNCTION. NEEDED
REPAIRS SHALL BE MADE AS SOON AS PRACTICABLE. THEY ARE TO REMAIN IN PLACE
AND OPERATIONAL DURING ALL PHASES OF CONSTRUCTION. CONSTRUCTION ACTIVITIES
SHALL NOT CONTINUE OR RESUME UNTIL REPAIRS TO EROSION CONTROL FACILITIES ARE
MADE AND THE FACILITIES ARE FUNCTIONAL. ANY SEDIMENT LEAVING THE SITE OR
DISCHARGING TO A SENSITIVE AREA SHALL BE STOPPED AND CONTROLLED IMMEDIATELY.
CONTAMINATED AREAS SHALL BE CLEANED AND RESTORED.

4. CLEARING LIMITS AND WORK AREA LIMITS SHALL BE DELINEATED AND MARKED. DO
NOT DISTURB MORE AREA THAN NEEDED FOR CONSTRUCTION REQUIREMENTS.

5. ALL SENSITIVE OR CRITICAL AREAS (WETLANDS, STEEP SLOPES, NATURAL
WATERWAYS), AND BUFFERS SHALL ALL BE CLEARLY DELINEATED AND CLEARLY MARKED,
AND PROTECTED FROM SEDIMENT DEPOSITION.

6. SEDIMENT LADEN RUNOFF SHALL BE PREVENTED FROM ENTERING ALL EXISTING STORM
WATER CATCH BASINS AND INLETS AFFECTED BY CONSTRUCTION.

7. NO EXPOSED, BARE SOILS SHALL REMAIN UNSTABILIZED FOR MORE THAN TWO DAYS
DURING THE PERIOD OCTOBER 1 THRU APRIL 30 OR FOR MORE THAN SEVEN DAYS
DURING THE PERIOD OF MAY 1 THROUGH SEPTEMBER 30. ALL DISTURBED SOIL SURFACES
SHALL BE STABILIZED BY A SUITABLE APPLICATION OF "BEST MANAGEMENT PRACTICES".

8. WHERE FEASIBLE, NO MORE THAN 500 FEET OF TRENCH SHALL BE OPEN AT ONE
TIME. EXCAVATED MATERIAL SHALL BE PLACED ON THE UP—HILL SIDE OF TRENCHES
PROVIDED IT DOES NOT CONFLICT WITH SAFETY REQUIREMENTS.

9. DEWATERING DEVICES SHALL DISCHARGE INTO A SEDIMENT TRAP OR SEDIMENT POND.
NO DISCHARGE SHALL BE MADE TO A PAVED STREET OR STORMWATER COLLECTION
SYSTEM WITHOUT FIRST REMOVING SEDIMENT.

10. CUT AND FILL SLOPES SHALL BE CONSTRUCTED IN A MANNER THAT WILL MINIMIZE
EROSION. EROSION SHALL BE CONTROLLED AND PREVENTED BY SUCH MEASURES AS
ROUGHENING THE SURFACE, INSTALLATION OF INTERCEPTOR DITCHES, TERRACING,
COVERING WITH MATTING, MULCH OR PLASTIC SHEETING. RUNOFF SHALL BE PREVENTED
FROM ENTERING A SLOPE AND FROM UNDERCUTTING THE BASE OF SLOPES.

11. ANY SOIL OR DEBRIS TRANSPORTED ONTO ROADWAYS AND SIDEWALKS SHALL BE
REMOVED. DEPOSITS SHALL BE COMPLETELY REMOVED BY SHOVELING AND/OR SWEEPING.
WASHING SHALL NOT BE UTILIZED UNLESS SPECIFICALLY APPROVED IN WRITING BY THE
COUNTY.

12. ALL PERMANENT INFILTRATION SYSTEMS SHALL BE ISOLATED AND PROTECTED FROM

SEDIMENT LADEN RUNOFF ENTERING TO AVOID RISK OF REDUCING THE ABILITY OF THE
SYSTEMS TO INFILTRATE. ISOLATION AND PROTECTION SHALL NOT BE REMOVED UNTIL
THE DRAINAGE AREA TRIBUTARY TO THE SYSTEM IS COMPLETELY STABILIZED.

13. ALL CONVEYANCE CHANNELS, BOTH TEMPORARY AND PERMANENT SHALL BE
STABILIZED TO PREVENT EROSION OF THE CHANNEL. STABILIZATION SHALL EXTEND TO
AREAS AT OUTLETS AND DOWNSTREAM REACHES VULNERABLE TO EROSION RESULTING
FROM FLOW DISCHARGING FROM THE CHANNEL.

14. IF BMP'S SHOWN ARE UTILIZED BUT ARE INSUFFICIENT TO PREVENT SEDIMENT FROM
REACHING WATER BODIES, ADJACENT PROPERTIES, OR PUBLIC RIGHTS—OF—WAY;
ADDITIONAL BMP’S SHALL BE IMPLEMENTED IMMEDIATELY TO PREVENT FURTHER
ENCROACHMENT OF SEDIMENT.

15. STABILIZED AREAS SHALL BE PROVIDED FOR EMPLOYEE PARKING AND STORAGE OF
CONSTRUCTION MATERIALS. ERODIBLE STOCKPILES OF EARTHEN MATERIALS, SUCH AS
TOPSOIL, SILTY AND CLAYEY SOILS; AND LANDSCAPE MATERIALS, SHALL BE COVERED
WHEN NOT BEING INCORPORATED IN THE WORK. EROSION CONTROL BMP’S SHALL BE
UTILIZED AS NECESSARY TO PREVENT SEDIMENT LADEN RUNOFF FROM LEAVING OR
SEDIMENT BEING TRANSPORTED FROM THESE AREAS FROM VEHICLE ACTIVITY.

16. ALL POLLUTANTS OTHER THAN SEDIMENT THAT OCCUR DURING CONSTRUCTION SHALL
BE HANDLED AND DISPOSED OF IN A MANNER THAT DOES NOT CAUSE CONTAMINATION
OF STORM WATER.

17. THE CONTRACTOR SHALL KEEP AN INSPECTION LOG OF THE CONDITION OF THE
EROSION CONTROL FACILITIES. EROSION CONTROL FACILITIES SHALL BE INSPECTED AT
LEAST WEEKLY AND AFTER EACH RAINFALL. THE INSPECTION LOG SHALL BE KEPT AT
THE PROJECT SITE AT A DESIGNATED LOCATION AND SHALL BE AVAILABLE FOR REVIEW
BY THE COUNTY. AN INDIVIDUAL THAT HAS SUCCESSFULLY COMPLETED THE COUNTY'S
EROSION CONTROL CERTIFICATION COURSE SHALL PERFORM INSPECTIONS AND MAINTAIN
THE LOG.

18. ALL TEMPORARY BMP'S SHALL BE REMOVED WITHIN 30 DAYS AFTER FINAL SITE
STABILIZATION IS ACHIEVED. TRAPPED SEDIMENT SHALL BE DEPOSITED AND STABILIZED
ON SITE. AREAS DISTURBED RESULTING FROM REMOVAL SHALL BE PERMANENTLY
STABILIZED.

19. CONSTRUCTION SHALL NOT BE CONSIDERED COMPLETE AND ACCEPTABLE UNTIL ALL
DISTURBED SOIL SURFACES HAVE BEEN PROTECTED FROM EROSION WITH PERMANENT
LANDSCAPING, COVERING WITH IMPERVIOUS SURFACES, RESTORED TO ORIGINAL
UNDISTURBED CONDITION OR PERMANENTLY STABILIZED.

20. VEGETATED STABILIZATION AND LANDSCAPING SHALL BE FERTILIZED, WATERED AND
MAINTAINED TO INSURE THAT GROWTH OF VEGETATION IS ESTABLISHED AND SUSTAINED.

21. DURING DRY WEATHER CONSTRUCTION PERIODS THE CONTRACTOR SHALL PROVIDE
PROJECT-SPECIFIC DUST CONTROL MEASURES THAT MAY INCLUDE: SEEDING, MULCHING,
MATTING, WATER, TACKIFIER, OR CHEMICAL SOIL STABILIZERS. THE CONTRACTOR SHALL
MAINTAIN THE DUST CONTROL MEASURES THROUGH DRY WEATHER PERIODS UNTIL ALL
DISTURBED AREAS HAVE BEEN STABILIZED. IMMEDIATELY RE—STABILIZE AREAS DISTURBED
BY CONTRACTOR’'S OPERATIONS OR OTHER ACTIVITIES (WIND, WATER, VANDALISM, ETC.).

22. ENTRY ONTO THE CONSTRUCTION SITE SHALL BE RESTRICTED TO A SINGLE
APPROVED ENTRANCE AS SHOWN ON THE PLAN.

23. MAINTENANCE AND REPAIR OF HEAVY EQUIPMENT AND VEHICLES WHICH INVOLVE
POTENTIAL CONTAMINANTS (OIL,SOLVENTS,HYDRAULIC FLUID, ETC.) MUST BE CONDUCTED
IN A MANNER WHICH PREVENTS CONTAMINATION OF SOILS, SURFACE WATER AND
GROUND WATER. TARPS, DRIP PANS, OR OTHER APPROPRIATE MEASURES SHALL BE
USED AS NECESSARY.

24. STRIPPING, TOPSOIL, AND UNSUITABLE MATERIAL STOCKPILES SHALL BE
HYDROSEEDED WITH "REGREEN WHEAT X WHEAT GRASS HYBRID” BY HOBBS AND HOBKINS
(OR APPROVED EQUAL). MAINTENANCE OF STOCKPILE AREAS AND REAPPLICATION OF
HYDROSEED COVERING SHALL BE REQUIRED IF BARE SOIL IS PRESENT. DURING WINTER
AND WET WEATHER CONDITIONS, STOCKPILES SHALL BE COVERED WITH PLASTIC SHEETING
PER DETAIL E-16.

25. SIGNIFICANT VARIATION AND DEGREE OF EROSION CONTROL EFFORT WILL BE
DICTATED BY WEATHER CONDITIONS. THE DEVELOPER AND CONTRACTOR SHOULD BE
PREPARED TO PRQOVIDE EXTRA EROSION CONTROL PROVISIONS AND EFFORT DURING
WINTER AND WET WEATHER CONDITIONS BEYOND THAT NORMALLY REQUIRED DURING
SUMMER AND DRY WEATHER CONDITIONS. FINE GRAINED AND UNCONSOLIDATED SOILS ON
SLOPING SITES MAY BECOME UNSTABLE WHEN SUBJECT TO EXCESSIVE MOISTURE.

TESC SEED MIX PROPORTIONS WEIGHT PURITY GERMINATION

CHEWINGS OR RED FESCUE 40% 98% 90%
(Festuca rubra var. commutata

or Festuca rubra)

ANNUAL OR PERENNIAL RYE 40% 98% 90%
(Lolium multiflorum or Lolium perenn)

REDTOP OR COLONIAL BENTGRASS 10% 92% 85%
(Agrostis alba or Agrostis tenuis)

WHITE DUTCH CLOVER 10% 98% 90%

(Triolium hybridum)

APPLICATION RATES

1. APPLY SEED MIX AT A RATE OF 120 LBS PER ACRE.

2. APPLY SLOW-RELEASE LOW-PHOSPHORUS FERTILIZER
(3-1-2—N—P—K) AT A RATE OF 90 LBS PER ACRE.

3. HYDROSEED W/WOOD FIBER MULCH AT 2,500 LB/AC. IF

HAND SEEDED, APPLY STRAW MAT OR HAND APPLIED STRAW

PRE CONSTRUCTION MEETING.

FLAG OR FENCE CLEARING LIMITS.

POST NOTICE OF CONSTRUCTION ACTIVITY SIGN WITH NAME AND

PHONE NUMBER OF EROSION SEDIMENT CONTROL SUPERVISOR.

INSTALL CATCH BASIN PROTECTION IF REQUIRED.

GRADE AND INSTALL CONSTRUCTION ENTRANCE.

INSTALL SILT FENCE PERIMETER PROTECTION.

GRADE AND STABILIZE CONSTRUCTION ROAD.

CLEARING AND GRADING FOR PROJECT DEVELOPMENT.

MAINTAIN EROSION CONTROL MEASURES IN ACCORDANCE WITH

CLARK COUNTY STANDARDS AND MANUFACTURER’S

RECOMMENDATIONS.

10. RELOCATE EROSION CONTROL MEASURES OR INSTALL NEW
MEASURES SO THAT AS SITE CONDITIONS CHANGE THE EROSION
AND SEDIMENT CONTROL IS ALWAYS IN ACCORDANCE WITH THE
CLARK COUNTY EROSION AND SEDIMENT CONTROL STANDARDS.

11. COVER ALL AREAS THAT WILL BE UNWORKED FOR MORE THAN
SEVEN DAYS DURING THE DRY SEASON OR TWO DAYS DURING THE
WET SEASON WITH STRAW, WOOD FIBER MULCH, COMPOST, PLASTIC
SHEETING OR EQUIVALENT.

12. STABILIZE ALL AREAS THAT REACH FINAL GRADE WITHIN SEVEN
DAYS.

13. SEED OR SOD ANY AREAS TO REMAIN UNWORKED FOR MORE THAN

30 DAYS.

UPON COMPLETION OF THE PROJECT, ALL DISTURBED AREAS MUST

BE STABILIZED AND BEST MANAGEMENT PRACTICES REMOVED IF

APPROPRIATE.

CSWPPP NOTES

1. PROVIDE PLASTIC COVERING OR OTHER SUITABLE MEANS FOR
KEEPING RAINFALL AND RUNOFF OFF OF POTENTIALLY POLLUTING
MATERIALS AND WASTES.

2. LIGHTING IS REQUIRED IF FUELING (PROVIDED BY SERVICE TRUCKS)
OCCURS AT NIGHT.

3. DRIP PANS OR PLASTIC SHEETING IS REQUIRED WHEN EQUIPMENT
MAINTENANCE IS PERFORMED ON-SITE.

4. CONTRACTOR SHALL DEVELOP A SPILL PREVENTION PLAN AND
MAINTAIN APPROPRIATE SPILL RESPONSE SUPPLIES FOR ANY TOXIC
OR HAZARDOUS LIQUIDS STORED OR USED ON SITE.

wns

LCENO

14,

MULCH AT 4,000 LB/AC

TESC SEED MIX

NOT TO SCALE

IN

EROSION CONTROL
SPECTION REQUIRED

call 397-2375 ext. 2499
Before You Begin Any Sitework

Know what's below.
Call 48 hours before you dig.
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Parallel

USE STOCKPILED NATIVE TOPSOIL FOR
TOP 12" OF OF FILL IN FLOW PATH AREA.
WHERE NO FILL IS REQUIRED, MINIMIZE

2’ MIN EXTENDED
DISTURBANCE & RETAIN EXISTING TOPSOIL

80" LEASE AREA

NE 58TH ST

ASPHALT

~—— BASE COURSE

EX GROUND VARIES TRANSITION ZONE

'
‘v’ ADJUST EX LANDSCAPE
BOULDER AS NEEDED TO 3
! MAXIMUM HT ABOVE
SURROUNDING GRADE

3" CSTC
. 25 VEGETATED
6" CSBC DISPERSAL
1%+ MIN g
T < MAX
AT
ENANAVAN AN/
$ AN

STRIP MIN 6" UNDER ROCK SURFACING ONLY. RETAIN
NATIVE TOPSOIL FOR USE IN VEGETATED FLOWPATH
AREAS. PROOF ROLL SUB—GRADE, OVER EXCAVATE ANY
SOFT/YIELDING AREAS. REPLACE WITH CSBC. PROVIDE
MIRAFI 500X OR EQUAL WOVEN GEOTEXTILE FABRIC OVER
COMPACTED SUB—GRADE & UNDER NEW BASE COURSE.

LEASE AREA CROSS—SECTION

NTS

USE STOCKPILED NATIVE TOPSOIL FOR
ANY FILL REQUIRED IN FLOW PATH AREA.
WHERE NO FILL IS REQUIRED, MINIMIZE
DISTURBANCE & RETAIN EXISTING TOPSOIL

ESMT ESMT
, 12’
10' VEGETATED
ACCESS
FLOWPATH ROAD
2’ FLOW TRANSITION AREA |
EXTENDED BASE COURSE | EX GROUND VARIES
DISPERSION DEVICE |
| N
SEED ANY DISTURBED AREAS. 3" CsTC
PROVIDE STRAW OR STRAW MAT MULCH »
6" CSBC 2 MAX
2%+ 1

N

57 MAX

\/

v\

STRIP MIN 6" UNDER ROCK SURFACING ONLY.
RETAIN ENOUGH NATIVE TOPSOIL FOR USE IN
VEGETATED FLOWPATH AREAS.

PROOF ROLL SUBGRADE, OVEREXCAVATE ANY
SOFT/YIELDING AREAS AND REPLACE WITH BASE
COURSE. PROVIDE MIRAFI 500X GEOTEXTILE OVER
SUBGRADE & UNDER NEW BASE COURSE

* VARY CROSS SLOPE
TO MATCH EX GROUND

‘
‘
|
‘
|
‘
‘
‘
‘
‘
‘
|
‘
i
‘
3
3
<
‘
1 GRAPHIC SCALE
! 40 [ 20 40 80 160
’ ™ ™ oy — ACCESS DRIVE CROSS SECTION
‘
,
i ( IN FEET ) O NTS
' 1" = 40 (22x34)
i 1" = 80" (11X17)
‘
;’ MATCH EX ASPHALT
‘
' 32LF ~ 8" LCPE (ADS N12 OR EQ)
| BED & BACKFILL W/CSTC 40 LF SHEET FLOW
! COMPACTED TO 85% MAX DENSITY DISPERSAL AREA
! BMP T5.12
! HAMMERHEAD
! TURNAROUND
\y& GRAS. SEE ARCHITECTURAL PLANS FOR
& EQUIPMENT COMPiUND IMPROVEMENTS
AND PERIMETER LANDSCAPING

NpAce
REINSTALL OR REPLACE GATE
AS REQUIRED. COORDINATE ’
ANY OPENINGS WITH OWNER 50'

10 LF SHEET FLOW
DISPERSAL AREA
<
<
S
o™

10 LF SHEET FLOW
DISPERSAL AREA
BMP T5.12

TURN OUT

DISPERSAL TO PASTURE, 300’ MIN
FLOWPATH (NTS) BMP T5.30b

3
S <
?PSK gé“ﬁg
Q

oM

oy
g’q
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PLANS PREPARED FOR:
' KEYED NOTES
W I @EX\ST\NG TREE/ BUSHES, TYPICAL
=z
=1 @EX\ST\NG OPEN FIELD AREA, TYPICAL -— ﬁ
= o
el PROPOSED 5'—0" WIDE LANDSCAPE BUFFER ON ALL SIDES OF
g PROPOSED WOOD FENCE, REFER TO LANDSCAPE NOTES (L3 R
2 STANDARDS) : —
o
I <4>PROPOSED 6'—0" TALL SOUND BARRIER WOOD FENCE COMPOUND QO
- <E>PROPOSED 12'-0" DOUBLE WIDE ACCESS GATES =,
L o 3 i
= PROPOSED GRAVEL AREA, TYPICAL
TREE —
I \\ B, o PROPOSED LEASE AREA/FENCED COMPOUND h (Vh]
- 24'-0" 7'-8" \
\ 38'-4 - <
PROPOSED EQUIPMENT SHE! 5-0
1 N iy LTER TO CENTER OF PROPOSED MONOPOLE TREE LAN DSCAPE NOTES 5id
. \ H '~ - C I BUFFER SCREENING: (.
\ y ¥ T SCREENING PF NEW TOWER WITH EXISTING TOWER—OBSCURING VEGETATION pr
\ — | { i OR BUILDING IS PREFERRED, IF THIS REQUIREMENT CANNOT MET NEW —
) 2 [ ) SUPPORT TOWER SHALL BE SCREENED WITH VEGETATION APPROPRIATE TO
\ D) L ( }\ I é THE SITE, UNLESS INCOMPATIBLE WITH THE GENERAL SURROUNDINGS AND
\ ~N ) ) ( - ) ENVIRONMENT IN THE AREA. SUCH VEGETATION SHALL CONSIST OF A MIX
\ A N N A bl OF NATIVE TREE SPECIES THAT WILL REACH A HEIGHT OF 30 FEET OR
1 £ = . N MORE AND BE 80% OPAQUE YEAR—AROUND. PLANTED EVERGREEN SPECIES
1 \ 7 ) SHALL BE FULLY BRANCHED AND A MINIMUM OF 6 FEET HIGH WHEN
\ 0 I I PLANTED. THE REQUIRED SCREENING SHALL BE PERMANENTLY MAINTAINED PLANS PREPARED BY:
\ ale IN ACCORDANCE WITH THE PROVISIONS OF SECTION 40.320.010.
\ LANDSCAPING: KDC |ARCH'TE°TS
\ - %g: - . ALL NEW SUPPORT AND ASSOCIATED STRUCTURES SHALL BE FULLY i ENGINEERS
g l ENCLOSED WITH IN A MINIMUM 6 FOOT HIGH GATED AND LOCKED
1 L lEd SECURITY FENCE. A MINIMUM 5 FOOT LANDSCAPE BUFFER SHALL BE 19020 33RD AVENUE WEST, SUITE 380
1 - |35 ESTABLISHED SURROUNDING THE ENCLOSURE, CONTAINING LANDSCAPE LYNNWOOD, WA 98036
\ o PLANTINGS MEETING THE L3 STANDARD AS DESCRIBED IN SECTION PHONE: 4256708651
A~ 40.320.010. A WALL OR FENCE MAY BE SUBSTITUTED FOR THE REQUIRED kdearchitects.com
\ SHRUBS WHERE COMPATIBLE WITH THE GENERAL SURROUNDINGS AND
T L= 1 ENVIRONMENT OF THE AREA. FENCING, LANDSCAPING, AND SCREENING ARE LICENSURE:
NOT REQUIRED ON ANY SIDE OF THE SITE MADE UP OF EXISTIN
\ { I—l G
- BUILDINGS. THE REQUIRED LANDSCAPING SHALL BE PERMANENTLY
1 1\\ - MAINTAINED IN ACCORDANCE WITH THE PROVISIONS OF SECTION 5773
s 40.320.010. THE RESPONSIBLE OFFICIAL MAY WAIVE ALL OR PORTIONS OF
! \ e N}bﬁ THIS REQUIREMENT SUBJECT TO THE FOLLOWING FINDINGS: REGISTERED
C
:f/ 1. THE ELECTRICAL EQUIPMENT CONTROL BOX IS FULLY ENCLOSED AND ’ CHITRCT
\4 s — SECURED FROM ACCESS BY THE PUBLIC.
: h\ /f o 2. THE WAIVER WILL ENCOURAGE SUPPORT TOWER DESIGN THAT IS
i ‘ \ H\/ N Z MORE COMPATIBLE WITH THE SITE SETTING AND SURROUNDING USES.
1 \ & T
| - i 3 A INTENT. THE L3 STAUDARD PROVIDES PHYSICAL AND VISUAL KENNETH D. CAMP
% EGRESS o : g% SEPARATION BETWEEN USES OR DEVELOPMENT PRINCIPALLY USING STATE OF WASHINGTON
R ’\ \\ \ _ 8 SCREENING. IT IS USED WHERE SUCH SEPARATION IS WARRANTED BY
- _ AN 65T 154 A PROPOSED DEVELOPMENT, NOTWITHSTANDING LOSS OF DIRECT
[ INGRESS - /£ of{  Te | & VIEWS.
RS e L7\ Q% ol APPROVAL STAMP:
1 ; \ e ® 4@ B. THE L3 STANDARD REQUIRES ENOUGH HIGH SHRUBS TO FORM A
/ ' 8| % SCREEN SIX (6) FEET HIGH AND NINETY—FIVE PERCENT (95%)
L ‘ w OPAQUE YEAR ROUND. IN ADDITION, ONE (1) TREE IS REQUIRED PER
2 THIRTY (30) LINEAL FEET OF LANDSCAPED AREA OR AS APPROPRIATE
\ g TO PROVIDE A TREE CANOPY OVER THE LANDSCAPED AREA.
g | o GROUNDCOVER PLANTS MUST FULLY COVER THE REMAINDER OF THE
\ i o LANDSCAPED AREA. A SIX (6) FOOT HIGH WALL OR FENCE THAT
o COMPLIES WITH THE F2 STANDARD WITH OR WITHOUT A BERM MAY BE
\ N g\ S SUBSTITUTED FOR SHRUBS, BUT THE TREES AND GROUNDCOVER
H o\ )/ T 13 PLANTS ARE STILL REQUIRED. WHEN APPLIED ALONG STREET LOT
| LINES, THE SCREEN OR WALL IS TO BE PLACED ALONG THE INTERIOR
\ 1 SIDE OF THE LANDSCAPED AREA.
H
{ | R A DATE: 02/19/2016
A
| e DRAWN BY: ATD
/ CHECKED BY: PP
/
/ REVISIONS
DATE DESCRIPTION BY
T e — e I 05,/20| ISSUED FOR
_— - I 2015 [ 100% REVISED ZDS PK
06,/15| ISSUED FOR
o 2015 | RZDS ATD
~ m/“'“"\ﬂ > =4 — 06,/16| ISSUED FOR ATD
\ j T - 2015 | RZD 1
5 -l 1 ) | ( &&
¢ = _ 11/16[ISSUED FOR
D) C 30'—0" L {f \\ 1S B / 2015 | FZD — SUBMITTAL ATD
) ( - o
~ A - a ) ( o | Wi
)Y { o
- — - MAX, N N A EE:J 02,/01| ISSUED FOR oK
T T e e—m— a s e - ] 2016 [ FZD — REVISION
PROPERTY TINE o ™ ™ = o o o o /
-
7 = 02/19| ISSUED FOR ATD
/ 2016 [ FZD — CML REVISION
/
/ PROJECT:
/ CAMP
/ BONNEVILLE
\/\ / ]
21811 NE 58TH STREET
VANCOUVER, WA 98682
0 8’ 16’
N\ LANDSCAPE PLAN ‘
L1/
v‘SCALE FOR 24x36: 1/8"= 1'-0"  SCALE FOR 11X17: 1/16" = 1'=0" _!;5
e 19 NORTH [ ]




PLANS PREPARED FOR:

/ KEYED NOTES

@EX\ST\NG PROPERTY LINE, TYPICAL

@EX\ST\NG ADJACENT PROPERTY LINE, TYPICAL

@EX\ST\NG BUILDING/ SINGLE FAMILY RESIDENCE, TYPICAL
@EX\ST\NG TREE/ BUSHES, TYPICAL

@EX\ST\NG OPEN FIELD AREA, TYPICAL

@EX\ST\NG 20'-0" SETBACK

@PROPOSED 20'—-0" WIDE ACCESS AND UTILITY EASEMENT
PROPOSED 12'-0" WIDE GRAVEL ACCESS ROAD, SEE CIVIL
@PROPOSED STABILIZED CONSTRUCTION ACCESS ENTRANCE, SEE CIVIL
PROPOSED ACCESS GATE

@PROPOSED TURNOUT IN PROPOSED ACCESS DRIVE, SEE CIVIL

@EX\ST\NG PRIVATE PAVED ACCESS DRIVE TO PROPERTY

INFRASTRUCTURE

Parallel

=
B 47—' - @APPRO)GMATE LOCATION OF PROPOSED AT&T UNDERGROUND POWER ROUTE
m (9}
% IF- (%7 APPROXIMATE LOCATION OF PROPOSED AT&T UNDERGROUND FIBER ROUTE
< « oy
"( @PROPOSED 5’=0" WIDE UTILITY EASEMENT PLANS PREPARED BY:
‘@ EXISTING NEAREST RESIDENCE
‘ Kg@ ARCHITECTS
S5 @EX\ST\NG DITCH LINE, TYPICAL H ENGINEERS
” EX\ST\NC DITCH SPOIL AREA, TYPICAL 19020 33RD AVENUE WEST, SUITE 380
S| LYNNWOOD, WA 98036
“ EX\ST\NG WETLANDS (2.98 ACRES) PHONE:  425.670.8651
EX\ST\NG WETLAND BUFFER (80—FOOT WIDTH) Kdcarchitects.com
” @DlSPERSAL TO PASTURE, 300’ MIN. FLOWPATH, REFER TO CIVIL LICENSURE:
” @THRESHOLD DISCHARGE AREA (TDA) BOUNDARY, REFER TO CIVIL 5773
n' g g @EX\ST\NC ASPHALT ROADWAY REGISTERED
‘S s
/
L 7 1 ' CHIFRCT
¢ ‘S s 7/ g
: G GENERAL NOTES
)
I g SIS g AREA CACULATIONS: A
@ £ 0 w TOTAL LOT AREA (LOT #171496000): +124,853 SF KENNETH D. CAMP
” [ (| [ (| [ [ [ || ¥ b /s P E NEW IMPERVIOUS SURFACE (EQUIPMENT COMPOUND): +6,400 SF
O (| [ ? E gy | Ratio: 5.12% IMPERVIOUS STATE OF WASHINGTON
12 &
” 0 (| [} (] (] (] [ ] 3 O ‘ﬁ § TOTAL LOT AREA (LOT #171509000): +1,439,666 SF
3 IS NEW IMPERVIOUS SURFACE (ACCESS ROAD): +9,972 SF
= N o B A2 RATIO: 066% IMPERVIOUS APPROVAL_STAMP:
Il oy ? y
O G~
[==
3 5
[ W/ EROSION CONTROL
| GENERAL STANDARDS:
H 1. CONTRACTOR CERTIFICATION. ALL LAND-DISTURBING ACTMTY PERFORMED BY
D THE LICENSED CONTRACTORS SHALL BE SUPERVISED BY AN INDIVIDUAL WHO
SHALL HAVE SUCCESSFULLY COMPLETE FORMAL TRAINING IN EROSION AND
H Q SEDIMENT CONTROL DURING CONSTRUCTION BY RECOGNIZED ORIGINATIONS
S Q ACCEPTABLE TO THE RESPONSIBLE OFFICIAL. A CERTIFICATION OF SUCCESSFUL
- Q COMPLETION OF SUCH TRAINING SHALL BE SUBMITTED AT THE
10 EGRESS s PRE—CONSTRUCTION CONFERENCE.
TSR T 2. PERMANENT INFILTRATION BMPs SHALL NOT BE USED AS TEMPORARY EROSION DATE: 02/19/2016
CONTROL DEVICES.
m ‘T 3. VEHICLES NOT PERFORMING A CONSTRUCTION ACTIVITY SHALL NOT BE DRAWN BY: ATD
: > PERMITTED OFF—STREET. WORKER PERSONAL VEHICLES SHALL BE PARKED ON
D ADJACENT STREETS OR OTHER APPROVED AREA. CHECKED BY: PP
INGRES s
UNDERGROUND UTILITY CONSTRUCTION:
S D 350 THE CONSTRUCTION OF THE UNDERGROUND UTILITY LINES SHALL BE SUBJECTED TO REVISIONS
- THE FOLLOWING:
1. AN EROSION CONTROL PLAN SPECIFICALLY RELATED TO UNDERGROUND WORK DATE DESCRIPTION BY
SHALL BE SUBMITTED AND APPROVED PRIOR TO BEGINNING OF WORK.
2. BMPs SHALL BE USED TO CONTROL EROSION DURING AND AFTER 05,/20| ISSUED FOR P
CONSTRUCTION 2015 | 100% REVISED ZDS
D 3. BMPs DAMAGED DURING CONSTRUCTION SHALL BE REPLACED OR REPAIRED
SIGNAGE: 06,/15[ ISSUED FOR ATD
D 1. EROSION CONTROL SIGNAGE APPROVED BY THE RESPONSIBLE OFFICIAL SHALL 2015 | RZDS
BE INSTALLED AT EACH POINT OF ENTRY FOR ANY SUBDIVISION OR SHORT
PLAT PRIOR TO ISSUANCE OF PROVISIONAL ACCEPTANCE BY THE COUNTY. 06/16| ISSUED FOR
D SIGNS MAY BE PURCHASED FROM THE COUNTY. 2815 | R7D 1 ATD
2. REMOVAL OF SIGNAGE SHALL OCCUR WHEN EITHER CERTIFICATES OF
OCCUPANCY HAVE BEEN ISSUED FOR SEVENTY PERCENT OF THE LOTS OR
D e | ] LESS THAN (10) UNOCCUPIED LOTS REMAINING WITHIN THE PROJECT SITE, 11/16|ISSUED FOR ATD
v > B WHICHEVER IS LATER, OR DETERMINED BY THE RESPONSIBLE OFFICIAL. 2015 | FZD — SUBMITTAL
PROPERTY LI 7 0
D ~ @ 4 13000 E 0 02/01[ISSUED FOR K
— e o Yy 2 2016 | FZD — REVISION
/ 36 8 Loy
[] g i I TN %6. CONTACT INFORMATION
(<3 < 4/0 Ve
- 7 3 NP 02/19| ISSUED FOR ATD
D PROJECT vlLs @ pOfOG‘@ APPLICANT: 2016 | FZD — CIVIL REVISION
e 1 [Cs ” D & PARALLEL INFRASTRUCTURE
5lw? 4601 TOUCHTON ROAD EAST, BLDG 300, SUITE 3200 PROJECT:
D / AREA @ §b JACKSONVILLE, FL 32246
YA ¥ CONTACT: BRANDON OLSEN
&
D SEE 35, ,C_>v ° 3 PHONE:  (503) 951-7515 CAMP
EMAIL:  BRANDON.OLSEN@PARALLELINFRASTRUCTURE.COM
/ L | B> g BONNEVILLE
APPLICANT AGENT:
D \/\ [—] KDC ARCHITECTS.ENGINEERS P.C.
1100 NE 28TH, #104
PORTLAND. OR 97232 21811 NE 58TH STREET
CONTACT: JIM BARTA VANCOUVER, WA 98682

PHONE:  (503) 327-6448
EMAIL:  JIM.BARTA@KDCARCHITECTS.COM

PHONE:  (360) 518-5476
EMAIL:  KEN@ADVANCEDELECTRIC.WS

/™ EXISTING/ PROPOSED SITE PLAN ¢ 50 100 e
a1/ — = — KENNETH H MUNGER
[SCALE_FOR 24136: 1= 500 SCALE FOR 11X17: 1" = 100-0] 21811 NE 58TH STREET
VANCOUVER, WA 98682 -




PLANS PREPARED FOR:
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™\ ENLARGED SITE PLAN

0 8’ 16’

-1.1
b‘SCALE FOR 24x36: 1/8"= 1'=0"  SCALE FOR 11X17: 1/16"

4 12

@EX\ST\NG PROPERTY LINE, TYPICAL

@EX\ST\NG TREE/ BUSHES, TYPICAL

@EX\ST\NG OPEN FIELD AREA, TYPICAL

<4>PROPOSED 20’-0" ACCESS ROAD AND UTILITY EASEMENT
<5>PROPOSED VEHICLE TURNAROUND AREA

PROPOSED 5’0" WIDE LANDSCAPE BUFFER ON ALL SIDES OF
PROPOSED WOOD FENCE

@PROPOSED 6’—0" TALL SOUND BARRIER WOOD FENCE COMPOUND
PROPOSED 12'-0" DOUBLE WIDE ACCESS GATES
@PROPOSED GRAVEL AREA, TYPICAL

PROPOSED 165’'—0" TALL MONOPOLE

@PROPOSED AT&T 11'=5" X 24'-0" EQUIPMENT SHELTER
@PROPOSED AT&T ICE BRIDGE

@PROPOSED AT&T GPS ANTENNA

0 PROPOSED SHARED UTILITY H-FRAME WITH 800 AMP POWER
CABINET, TELCO AND METER BANK

@PRoPoszo PAD MOUNTED TRANSFORMER
PROPOSED BOLLARD (2 TOTAL), TYPICAL
@PROPOSEO AT&T HYBRID CABLE ROUTE

FUTURE 20'-0" X 30’-0" LEASE AREA OF QTHER CARRIER (3
TOTAL), TYPICAL

EX\ST\NG 20'-0" SETBACK

PROPOSED AT&T UNDERGROUND POWER ROUTE
@PROPOSED AT&T UNDERGROUND FIBER ROUTE

IHIS IS NOT A SITE _SURVEY:
ALL PROPERTY BOUNDARIES, ORIENTATION OF TRUE NORTH AND STREET
HALF—WIDTHS HAVE BEEN OBTAINED FROM A TAX PARCEL MAP AND ARE
APPROXIMATE.

DIG_NOTE:

CAUTION! CALL BEFORE YOU DIG! BURIED UTILITIES EXIST IN THE AREA
AND UTILITY INFORMATION SHOWN MAY NOT BE COMPLETE. CONTACT THE
ONE—CALL UTILITY LOCATE SERVICE A MINIMUM OF 48 HOURS PRIOR TO
CONSTRUCTION.

PAINT NOTE

PAINT_NOTE:

UNLESS OTHERWISE REQUIRED BY THE FAA, ALL SUPPORT TOWERS AND
ANTENNAS SHALL HAVE A NON—GLARE FINISH AND BLEND WITH THE
NATURAL BACKGROUND. TOWER TO BE PAINTED STANDARD MATTE GREY.

INFRASTRUCTURE

Parallel

PLANS PREPARED BY:

Kg @ ARCHITECTS
ENGINEERS

19020 33RD AVENUE WEST, SUITE 380

LYNNWOOD, WA 98036

PHONE:  425.670.8651

kdcarchitects.com

LICENSURE:

P
STATE OF WASHINGTON

APPROVAL STAMP:

LANDSCAPE NOTES

SCREENING:

SCREENING PF NEW TOWER WITH EXISTING TOWER—OBSCURING VEGETATION
OR BUILDING IS PREFERRED, IF THIS REQUIREMENT CANNOT MET NEW
SUPPORT TOWER SHALL BE SCREENED WITH VEGETATION APPROPRIATE TO
THE SITE, UNLESS INCOMPATIBLE WITH THE GENERAL SURROUNDINGS AND
ENVIRONMENT IN THE AREA. SUCH VEGETATION SHALL CONSIST OF A MIX
OF NATIVE TREE SPECIES THAT WILL REACH A HEIGHT OF 30 FEET OR
MORE AND BE 80% OPAQUE YEAR—AROUND. PLANTED EVERGREEN SPECIEY]
SHALL BE FULLY BRANCHED AND A MINIMUM OF 6 FEET HIGH WHEN
PLANTED. THE REQUIRED SCREENING SHALL BE PERMANENTLY MAINTAINED
IN ACCORDANCE WITH THE PROVISIONS OF SECTION 40.320.010.

LANDSCAPING:

ALL NEW SUPPORT AND ASSOCIATED STRUCTURES SHALL BE FULLY
ENCLOSED WITH IN A MINIMUM 6 FOOT HIGH GATED AND LOCKED
SECURITY FENCE. A MINIMUM 5 FOOT LANDSCAPE BUFFER SHALL BE
ESTABLISHED SURROUNDING THE ENCLOSURE, CONTAINING LANDSCAPE
PLANTINGS MEETING THE L3 STANDARD AS DESCRIBED IN SECTION
40.320.010. A WALL OR FENCE MAY BE SUBSTITUTED FOR THE REQUIRED
SHRUBS WHERE COMPATIBLE WITH THE GENERAL SURROUNDINGS AND
ENVIRONMENT OF THE AREA. FENCING, LANDSCAPING, AND SCREENING ARE
NOT REQUIRED ON ANY SIDE OF THE SITE MADE UP OF EXISTING
BUILDINGS. THE REQUIRED LANDSCAPING SHALL BE PERMANENTLY
MAINTAINED IN ACCORDANCE WITH THE PROVISIONS OF SECTION
40.520.010. THE RESPONSIBLE OFFICIAL MAY WAIVE ALL OR PORTIONS OF
THIS REQUIREMENT SUBJECT TO THE FOLLOWING FINDINGS:

1. THE ELECTRICAL EQUIPMENT CONTROL BOX IS FULLY ENCLOSED AND
SECURED FROM ACCESS BY THE PUBLIC.

2. THE WAIVER WILL ENCOURAGE SUPPORT TOWER DESIGN THAT IS
MORE COMPATIBLE WITH THE SITE SETTING AND SURROUNDING USES.

L3 BUFFER (40.320.010):

A. INTENT. THE L3 STANDARD PROVIDES PHYSICAL AND VISUAL
SEPARATION BETWEEN USES OR DEVELOPMENT PRINCIPALLY USING
SCREENING. IT IS USED WHERE SUCH SEPARATION IS WARRANTED BY
A PROPOSED DEVELOPMENT, NOTWITHSTANDING LOSS OF DIRECT
VIEWS.

B. THE L3 STANDARD REQUIRES ENOUGH HIGH SHRUBS TO FORM A
SCREEN SIX (6) FEET HIGH AND NINETY—FIVE PERCENT (95%)
OPAQUE YEAR ROUND. IN ADDITION, ONE (1) TREE IS REQUIRED PER
THIRTY (30) LINEAL FEET OF LANDSCAPED AREA OR AS APPROPRIATE
TO PROVIDE A TREE CANOPY OVER THE LANDSCAPED AREA.
GROUNDCOVER PLANTS MUST FULLY COVER THE REMAINDER OF THE
LANDSCAPED AREA. A SIX (6) FOOT HIGH WALL OR FENCE THAT
COMPLIES WITH THE F2 STANDARD WITH OR WITHOUT A BERM MAY BE
SUBSTITUTED FOR SHRUBS, BUT THE TREES AND GROUNDCOVER
PLANTS ARE STILL REQUIRED. WHEN APPLIED ALONG STREET LOT
LINES, THE SCREEN OR WALL IS TO BE PLACED ALONG THE INTERIOR
SIDE OF THE LANDSCAPED AREA.
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T.0. PROPOSED MONOPOLE AND AT&T ANTENNAS
+165'-0" AGL

C.L. PROPOSED AT&T ANTENNAS
+161'-0" AGL

"\C,L, OF FUTURE ANTENNAS OF OTHER CARRIER

\W1145-0" AGL

C.L. OF FUTURE ANTENNAS OF OTHER CARRIER
+130°-0" AGL

T.0. PROPOSED MONOPOLE AND AT&T ANTENNAS
+165'-0" AGL

C.L. PROPOSED AT&T ANTENNAS
+161’-0" AGL

‘\C,L, OF FUTURE ANTENNAS OF OTHER CARRIER

\W+145-0" AGL

C.L. OF FUTURE ANTENNAS OF OTHER CARRIER
+130"-0" AGL

QRIBAH

PLANS PREPARED FOR:

KEYED NOTES

<> ProPoSED
<2>PRoPOSED
<> PROPOSED
<&>PROPOSED
<(5> PROPOSED
<&> PROPOSED
<7>PROPOSED
PROPOSED
<g>PROPOSED
PROPOSED
<{3>PROPOSED

@FUTURE ANTENNA OF OTHER CARRIER, TYPICAL
@PROPOSED BOLLARD (2 TOTAL), TYPICAL

TREES ON ALL SIDES OF PROPOSED WOOD FENCE, TYPICAL

6'—0" TALL SOUND BARRIER WOOD FENCE COMPOUND

12'—0" DOUBLE WIDE ACCESS GATES

AT&T 11'=5" X 24’—-0" EQUIPMENT SHELTER

AT&T ICE BRIDGE

AT&T GPS ANTENNA

PAD MOUNTED TRANSFORMER

165'—-0" TALL MONOPOLE

AT&T ANTENNA (12 TOTAL, 4 PER SECTOR), TYPICAL
AT&T HYBRID CABLE ROUTE (INSIDE MONOPOLE)
AT&T ANTENNA MOUNTING LOW—PROFILE PLATFORM

BUILDING IS PREFERRED,

SCREENING:

SCREENING PF NEW TOWER WITH EXISTING TOWER—OBSCURING VEGETATION OR

IF THIS REQUIREMENT CANNOT MET NEW SUPPORT TOWER
SHALL BE SCREENED WITH VEGETATION APPROPRIATE TO THE SITE, UNLESS
INCOMPATIBLE WITH THE GENERAL SURROUNDINGS AND ENVIRONMENT IN THE AREA.
SUCH VEGETATION SHALL CONSIST OF A MIX OF NATIVE TREE SPECIES THAT WILL
REACH A HEIGHT OF 30 FEET OR MORE AND BE 80% OPAQUE YEAR—AROUND.
PLANTED EVERGREEN SPECIES SHALL BE FULLY BRANCHED AND A MINIMUM OF 6
FEET HIGH WHEN PLANTED. THE REQUIRED SCREENING SHALL BE PERMANENTLY
MAINTAINED IN° ACCORDANCE WITH THE PROVISIONS OF SECTION 40.320.010.

LANDSCAPING:

ALL NEW SUPPORT AND ASSOCIATED STRUCTURES SHALL BE FULLY ENCLOSED
WITH IN A MINIMUM 6 FOOT HIGH GATED AND LOCKED SECURITY FENCE. A
MINIMUM 5 FOOT LANDSCAPE BUFFER SHALL BE ESTABLISHED SURROUNDING THE
ENCLOSURE, CONTAINING LANDSCAPE PLANTINGS MEETING THE L3 STANDARD AS
DESCRIBED IN SECTION 40.320.010. A WALL OR FENCE MAY BE SUBSTITUTED FOR
THE REQUIRED SHRUBS WHERE COMPATIBLE WITH THE GENERAL SURROUNDINGS
AND ENVIRONMENT OF THE AREA. FENCING, LANDSCAPING, AND SCREENING ARE
NOT REQUIRED ON ANY SIDE OF THE SITE MADE UP OF EXISTING BUILDINGS. THE
REQUIRED LANDSCAPING SHALL BE PERMANENTLY MAINTAINED IN ACCORDANCE WITH
THE PROVISIONS OF SECTION 40.320.010. THE RESPONSIBLE OFFICIAL MAY WAIVE
ALL OR PORTIONS OF THIS REQUIREMENT SUBJECT TO THE FOLLOWING FINDINGS:

1. THE ELECTRICAL EQUIPMENT CONTROL BOX IS FULLY ENCLOSED AND
SECURED FROM ACCESS BY THE PUBLIC.

2. THE WAIVER WILL ENCOURAGE SUPPORT TOWER DESIGN THAT IS MORE
COMPATIBLE WITH THE SITE SETTING AND SURROUNDING USES.

INFRASTRUCTURE

Parallel

PLANS PREPARED BY:

KDC ARCHITECTS
ENGINEERS
19020 33RD AVENUE WEST, SUITE 380

LYNNWOOD, WA 98036
PHONE: 425.670.8651

kdcarchitects.com

LICENSURE:

5773

REGISTERED
CHITRCT

KENNETH D. CAMP
STATE OF WASHINGTON

APPROVAL STAMP:

A INTENT. THE L3 STANDARD PROVIDES PHYSICAL AND VISUAL SEPARATION
T BETWEEN USES OR DEVELOPMENT PRINCIPALLY USING SCREENING. IT IS USED
WHERE SUCH SEPARATION IS WARRANTED BY A PROPOSED DEVELOPMENT,
NOTWITHSTANDING LOSS OF DIRECT VIEWS.
B. THE L3 STANDARD REQUIRES ENOUGH HIGH SHRUBS TO FORM A SCREEN SIX
(8) FEET HIGH AND NINETY—FIVE PERCENT (95%) OPAQUE YEAR ROUND. IN
ADDITION, ONE (1) TREE IS REQUIRED PER THIRTY (30) LINEAL FEET OF
LANDSCAPED AREA OR AS APPROPRIATE TO PROVIDE A TREE CANOPY OVER
THE LANDSCAPED AREA. GROUNDCOVER PLANTS MUST FULLY COVER THE
REMAINDER OF THE LANDSCAPED AREA. A SIX (6) FOOT HIGH WALL OR FENCE DATE: 02/19/2016
THAT COMPLIES WITH THE F2 STANDARD WITH OR WITHOUT A BERM MAY BE
SUBSTITUTED FOR SHRUBS, BUT THE TREES AND GROUNDCOVER PLANTS ARE DRAWN BY: ATD
STILL REQUIRED. WHEN APPLIED ALONG STREET LOT LINES, THE SCREEN OR :
WALL IS TO BE PLACED ALONG THE INTERIOR SIDE OF THE LANDSCAPED AREA. CHECKED BY: TP
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Adapt Engineering FIGURE 3 - Site & Vicinity Plan

Location : Camp Bonneville
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