9"D X 14"W X 30"H ENCLOSURE (WESTERN POWER PRODUCTS POWERGLASS #SPM-140 OR APPROVED EQUAL)

ATTACHED "DANGER! HIGH VOLTAGE! STAY AWAY" LABEL

CONTROLLER BOLTED TO PLYWOOD

1/2" X 12"W X 18"L PLYWOOD BOLTED TO ANGLES

TWO 1" X 1" X 36" STEEL ANGLES IMBEDDED IN CONCRETE SLAB AND SUBGRADE

PADLOCK AS APPROVED BY CLARK COUNTY PUBLIC WORKS

8" DEEP CONCRETE SLAB POURED INSIDE ENCLOSURE AND 8" WIDE AROUND OUTSIDE OF FLANGES. MARK LOCATION OF CONDUITS ON TOP EDGE OF CONCRETE

COMPACTED SUBGRADE GRAVEL OR SOIL

MIN. 2" SCH40 GALV. STEEL CONDUIT WITH 12" RADIUS BEND FOR CONTROL WIRES

EXTRA 1" CONDUIT FOR FUTURE PHONE LINE

CONDUIT FOR 120V POWER. DEPTH, TYPE, SIZE, AND LENGTH SHALL MEET ALL APPLICABLE CODES

NOTES:

1. ENCLOSURE FOR CONTROL CLUSTER UNIT SHALL BE IDENTICAL.

2. FOR USE WITH IRRIGATION SYSTEMS TO BE TURNED OVER TO THE COUNTY.

IRRIGATION CONTROLLER ENCLOSURE AND INSTALLATION

1/10 NOT TO SCALE

Department of Public Works
CLARK COUNTY
WASHINGTON

Proud past. Promising future.

IRRIGATION CONTROLLER ENCLOSURE AND INSTALLATION

APPROVED

5/23/08

5/23/08