R/W RADIUS VARIES

10" R/W RADIUS

/ R/W LINE

‘ CURB RADIUS VARIES (1 20" CURB RADIUS

150" MAXIMUM LENGTH

35

5" ATTACHED SIDEWALK ————|

CENTERLINE

29.5

FACE OF CURB

ATTACHED THICKENED SIDEWALK
PER STD. DETAIL F18b

R/W_LINE

ROLLED CURB & GUTTER ‘
PER STD. DETAIL F18b
(ONLY WITHIN BULB) ‘

BULB DIMENSIONS

N.T.S.

NOTES:

1. SEE TABLES 40.350.030-3.

2. INCREASE TO 36" AT INTERSECTION WITH ARTERIALS. EXTENT
AND TRANSITIONS TO BE APPROVED BY REVIEWING AUTHORITY.

3. FEATURES WITHIN CORE ROAD AND FLEX ZONE ARE SUBJECT TO

CCC 40.350.030(B)(3) AND TABLE CCC 40.350.030-2.

4. STORMWATER LOW IMPACT DEVELOPMENT (LID) FEATURES IN THE
RIGHT-OF-WAY ARE SUBJECT TO CCC 40.350.030(B)(3) AND

TABLE CCC 40.350.030-2.
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